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1. Introduction
This contribution proposes the usage of CSC-13 for multiple MC services.
2. Reason for Change
Remove editor’s note from subclause 7.5.2.13 as CSC-13 between configuration management server and the MC service user database does not change in case of multiple MC service deployments.
In multiple MC service deployment cases, there can be:

· a single MC service user database which stores all the MC service user profile data; or

·  multiple MC service user databases corresponding to a single MC service, in which case, the MC service user database will store the MC service user profile specific to the MC service.

	


3. Conclusions

Proposed to remove the editor's note from subclause 7.5.2.13.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.280 v0.5.0
* * * First Change * * * *

7.5.2.13
Reference point CSC-13 (between the configuration management server and the MC service user database)

The CSC-13 reference point, which exists between the MC service user database and the configuration management server, is used for:

-
the configuration management server to store the user profile data in the specific MC service user database; and

-
the configuration management server to obtain the user profile from the specific MC service user database for further configuration in the MC service UE.

* * * Next Change * * * *

7.4.2.3.3
MC service user database

This functional entity contains information of the MC service user profile associated with an MC service ID that is held by the MC service provider at the application plane. The MC service user profile is determined by the mission critical organization, the MC service provider, and potentially the MC service user. 
Each MC service shall have a corresponding MC service user database i.e. MCPTT user database as defined in 3GPP TS 23.379 [X], MCVideo user database as defined in 3GPP TS 23.281 [Y] and MCData user database as defined in 3GPP TS 23.282 [Z]. These MC service user databases can be co-located.
* * * End Change * * * *
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