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1. Introduction 
Consistent use of the following terms will make the TR clearer:
· Interworking

· IWF gateway

· LMR system

· LMR user

2. Reason for Change
Terms that will be used to describe the service should be added to the definitions subclause.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.782.
* * * First Change * * * *

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Interworking:  A means of communication between mission critical systems and LMR systems whereby MC users obtaining service from a mission critical system can communicate with LMR users who are obtaining service from one or more LMR systems.
Interworking function: Adapts LMR Systems to mission critical systems via the IWF interface and supports interworking between LMR systems and mission critical systems. 
LMR system: The collection of applications, services, and enabling capabilities required to provide LMR service for a mission critical organization. The term LMR system is defined for discussion purposes only and is out of scope of the present specification.
LMR user: A user of an LMR service, who has a device with the capability to participate in legacy LMR services. The term LMR user is defined for discussion purposes only and is out of scope of the present specification.
NOTE:
The terms IWF gateway, LMR system and LMR user are defined for discussion purposes only and are out of scope of the present specification.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

DGNA 
Dynamic Group Number Assignment (TETRA)

GMS
Group Management Server

GSSI
Group Short Subscriber Identity (TETRA)

GTSI
Group TETRA Subscriber Identity (TETRA)

IWF
Interworking Function
ISSI
Individual Short Subscriber Identity (TETRA)

ITSI
Individual TETRA Subscriber Identity (TETRA)
LMR
Land Mobile Radio

MCC
Mobile Country Code (TETRA)

MCPTT
Mission Critical Push To Talk
MNC
Mobile Network Code (TETRA)
MS
Mobile Station (TETRA)
P25
Project 25

SGID
Subscriber Group ID (P25)
SUID
Subscriber Unit ID (P25)
TETRA
TErrestrial Trunked Radio

UID
Unit ID (P25)
URI
Uniform Resource Identifier

WACN
Wide Area Communications Network (P25)
