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1. Introduction
The paper adds a new key issue on group call to TR 23.782.

2. Reason for Change

In SA6#12 meeting, the group call interworking scenario has been adopted(S6-160935), which is the basic key issue for interworking between MCPTT and non-LTE systems.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.782 v0.2.0.
* * * First Change * * * *

5.5.x
Key issue #x – Group call
5.5.x.1
Description
MCPTT system and LMR system utilise different mechanisms to manage a group call including user identity, group identity, codec and protocol. 

The group call will be initiated either by MCPTT user or LMR user, with the group call participating users from two different systems. 
There are three group call scenarios between MCPTT system and LMR system:
1.
Group call on a group consisting of two sub-groups formed by group regrouping, one from the MCPTT system and the other from the LMR system;

2.
Group call on a group consisting of members from both the MCPTT system and the LMR system;

3.
Group call on two linked groups, one from the MCPTT system and the other from the LMR system.
The procedures for the above group call scenarios needs further study.
Gaps:

1.
Routing of signalling messages between MCPTT user and LMR user via interworking function;

2.
Protocol translation between MCPTT system and LMR system;

3.
Determination of the controlling system for the group call;

4.
Floor control arbitration between MCPTT system and LMR system; and
5.
Support for group linking at the IWF.
