Page 1



3GPP TSG-SA WG6 Meeting #16
S6-170253
Dali, P.R. China, 3rd – 7th April 2017
(revision of S6-17xxxx)

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.282
	CR
	0058
	rev
	-
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Cosistent use of pre-condition in section 7.4.2.2.2

	
	

	Source to WG:
	AT&T

	Source to TSG:
	S6

	
	

	Work item code:
	MCImp-MCData
	
	Date:
	2017-03-26

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Should use pre-conditions consistently

	
	

	Summary of change:
	Move pre-condition requirement into the right place

	
	

	Consequences if not approved:
	

	
	

	Clauses affected:
	7.4.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


First change

7.4.2.2.2
Procedure

The procedure in figure 7.4.2.2.2-1 describes the case where an MCData user is initiating one-to-one MCData data communication for sending standalone SDS data to other MCData user, with or without disposition request. Standalone refers to sending unidirectional data in one transaction. 
Pre-conditions:

The SDS data size is assumed to be within the allowed limits over MCData-SDS-1 using SIP reference points.1.

MCData users on MCData client 1 and MCData client 2 are already registered for receiving MCData service.

2. 
MCData client 1 and MCData client 2 belong to the same MCData system.

