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First change

6.4.3.1
Application plane

6.4.3.1.1
MCData client

The MCData client functional entity acts as the user agent for all MCData application transactions. The client supports SDS, file distribution, data streaming and IP connectivity MCData capabilities utilized by MCData services like conversation management, robots control, enhanced status sharing, database enquiries and secured internet.
2nd change

6.4.3.1.2
MCData server

The MCData server functional entity provides centralised support for MCData services suite. Conversation management, robots control, enhanced status sharing, database enquiries and secured internet MCData services requiring one-to-one or group data communication are realized using SDS, file distribution, data streaming and IP connectivity MCData capabilities.

All the MCData clients supporting users belonging to a single group are required to use the same MCData server for that group. An MCData client supporting a user involved in multiple groups can have relationships with multiple MCData servers.

The MCData server functional entity represents a specific instantiation of the GCS AS described in 3GPP TS 23.468 [8] to control multicast and unicast operations for group communications.

The MCData server functional entity is supported by the SIP AS functional entity of the signalling control plane.

The MCData server shall support the controlling role and the participating role. The MCData server may perform the controlling role for one-to-one and group data communication. The MCData server performing the controlling role for a one-to-one or group data communication may also perform a participating role for the same one-to-one or group data communication. For each one-to-one and group data communication, there shall be only one MCData server assuming the controlling role, while one or more MCData servers in participating role may be involved.

The MCData server performing the controlling role is responsible for:

-
handling transmission and reception control (e.g. policy enforcement for participation in the MCData group communication) towards all the MCData users of the one-to-one and group data communication;

-
interfacing with the group management server for group policy; and
-
managing SDS and FD data distribution during MCData group communication.

The MCData server performing the participating role is responsible for:

-
handling transmission control (e.g. authorization for participation in the MCData group communication) to MCData users of the one-to-one and group data communication;

-
group affiliation support for MCData user, including enforcement of maximum Nc2 number of simultaneous group affiliations by a user;

-
interfacing with the group management server for group policy and affiliation status information of this MCData server's served affiliated users;

-
relaying the MCData communication messages between the MCData client and the MCData server performing the controlling role; and

-
handling reception control (e.g. temporarily storing the data to present to the MCData user on demand) to its MCData users of the one-to-one and group data communication.

NOTE:
The MCData server in the controlling role and the MCData server in the participating role can belong to the same MCData system.

