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1. Introduction
Introduce additional references, definitions and abbreviations to the latest version TR.
2. Reason for Change
Introduce additional references, definitions and abbreviations to the latest version TR.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.722 version 0.1.1.
* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.682: "Architecture enhancements to facilitate communications
with packet data networks and applications".

[3]
3GPP TR 26.981: "MBMS Extensions for Provisioning and Content Ingestion"
[x]
3GPP TS 29.198-1: "Open Service Access (OSA) Application Programming Interface (API) Part 1: Overview" 
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

API: The means by which application can access the service.

API provider: The entity which exposes the capabilities of the service provider in the form of service APIs.
Northbound API: The capabilities that allows a component of the system to communicate with a higher-layer application component by abstracting the services from the underlying network interface and protocols.
Service API: The capabilities exposed by the service or application for consumption by higher-layer applications.

For the purposes of the present document, the following terms and definitions given in [x] apply: 

Service Capability Function (SCF)

Service Capability Server (SCS)

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

API
Application Program Interface

AS
Application Server

BM-SC

Broadcast Multicast Service Centre

CAPIF
Common API Framework
CRUD
Create, Read, Update, Delete

DDoS
Distributed Denial of Service
HTTP

Hyper Text Transfer Protocol

IETF
Internet Engineering Task Force
IoT
Internet of Things

JSON
JavaScript Object Notation
MBMS

Multimedia Broadcast and Multicast Service
MMS
Multimedia Messaging Service
NGSI
Next Generation Service Interfaces 

OMA
Open Mobile Alliance

PLMN
Public Land Mobile Network
REST
REpresentational State Transfer
SCEF
Service Capability Exposure Function

SCS
Service Capability Server
SMS
Short Message Service

SOAP
Simple Object Access Protocol
URL
Uniform Resource Locator
WSDL
Web Service Definition Language
XML
eXtensible Markup Language
* * * Next Change * * * *

