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	Reason for change:
	The automatic affiliation at user regroup operation required by SA1 have been captured in subclause 10.2.3 of TS 23.280.

“User Regrouping enables dispatchers or authorized users to instantaneously provide a dedicated MCX Service Group to these MCX Users to enable the required communication. Depending on configuration the MCX Users could be automatically affiliated to this MCX Service Group. After the operation this MCX Service Group is removed by the dispatcher or authorized user.

[R-6.6.4.2-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure whether an MCX Service system shall automatically affiliate the MCX Users included in the temporary group created by the User Regroup operation.” – TS 22.280
“During user regroup, the group management server notifies the MC service server regarding the group creation with the information of the temporary group members. The MC service users of the temporary group may be automatically affiliated, if configured on the MC service server.” TS 23.280
But the configuration data is missing.
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******************************** Next change ***********************************
A.5
MCVideo service configuration data

The general aspects of MC service configuration are specified in 3GPP TS 23.280 [6]. The MCVideo service configuration data is stored in the MCVideo server.

Data in table A.5-1 and table A.5-3 can be configured offline using the CSC-11 reference point. Table A.5-1 and table A.5-3 describe the service configuration data required to support the use of off-network MCVideo service.

Table A.5-1: MCVideo service configuration data (on and off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-5.2.2-001] of 3GPP TS 22.280 [2]
	Levels of group hierarchy for group-broadcast groups (Bc1)
	Y
	Y
	Y

	[R-5.2.3-001] of 3GPP TS 22.280 [2]
	Levels of user hierarchy for user-broadcast groups (Bc2)
	Y
	Y
	Y

	[R-5.7-002] of 3GPP TS 22.280 [2]
	Minimum length (Nc3) of an alphanumeric identifier (i.e. alias) assigned by an MCVideo administrator.
	Y
	N
	Y


Table A.5-2: MCVideo service configuration data (on network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Protect confidentiality of signalling (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Protect integrity of signalling (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Use signalling protection between MCVideo servers (see NOTE)
	N
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Use transmission control protection between MCVideo servers (see NOTE)
	N
	Y
	Y

	[R-6.6.4.2-005] of 3GPP TS 22.280 [2]
	Automatically affiliate members to the group created by the user regroup operation
	Y
	Y
	Y

	NOTE:
Security mechanisms are specified in 3GPP TS 33.179 [10].


Table A.5-3: MCVideo service configuration data (off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-7.6-001], [R-7.6-002], [R-7.6-003] of 3GPP TS 22.280 [2]
	Default ProSe Per-Packet priority (as specified in 3GPP TS 23.303 [7]) values 
	
	
	

	
	> MCVideo private call signalling
	Y
	N
	Y

	
	> MCVideo private call media
	Y
	N
	Y

	
	> MCVideo Emergency private call signalling
	Y
	N
	Y

	
	> MCVideo Emergency private call media
	Y
	N
	Y


******************************** End of change ***********************************
