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1. Introduction
This pCR copies the solution for identity mapping from TR 23.782 into TS 23.283. Changes made to the text from the TR include an expanded description of identity management.  
2. Reason for Change

Provide more details on where identities used by the IWF are defined.
3. Conclusions

4. Proposal

It is proposed to agree to the following changes to 3GPP TS 23.283.
* * * First Change * * * *

8
Identities
8.x
Identity mapping

The IWF provides centralised support for interworking between an MCPTT or MCData system and an LMR system.
In MCPTT systems, the identity of an LMR user should be provided as an MCPTT ID, and the identity of an LMR group should be provided as an MCPTT group ID, which can be used by the IWF to derive the corresponding identities used in an LMR system. Similarly, in MCData systems, the identity of an LMR user should be provided as an MCData ID, and the identity of an LMR group should be provided as an MCData group ID, which can be used by the IWF to derive the corresponding identities used in an LMR system.
Identities provided on IWF-1 shall be defined in the MCPTT service and shall be globally unique within the MCPTT service.  Identities provided on IWF-2 shall be defined in the MCData service and shall be globally unique within the MCData service.  The MCPTT and MCData service specific identities (e.g. MCPTT ID, MCData group ID) are described in clause 8 of 3GPP TS 23.280 [xx]
The IWF shall perform the identity mapping between an MCPTT or MCData system and an LMR system during exchange of signalling and media messages.
