Page 1



3GPP TSG-SA WG6 Meeting #18
S6-170896
Malmö, Sweden, 17th – 21st July 2017
(revision of S6-17xxxx)

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.281
	CR
	0078
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Video capabilities sharing enhacement

	
	

	Source to WG:
	Huawei, Hisilicon, SyncTechno Inc.

	Source to TSG:
	S6

	
	

	Work item code:
	eMCVideo
	
	Date:
	2017-06-26

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	(1) The title of subclause 7.5.2.4 does not align with its procedre.

(2) In current subclause 7.5.2.4 – retrive mcvideo capabilities information, the procedure only support retrieve only the capabilities of one MCVideo client. However it is not efficient if the authorized user to retrieve a mass of MCVideo clients’ capabilities, for example, the the members of a group. 
So it is proposed to support retrieve multiple MCVideo clients’ capabilities.


	
	

	Summary of change:
	(1) Correct the subclause title.
(2)  Extend the informatino element of target MCVideo user to  MCVideo ID list and MCVideo group ID

	
	

	Consequences if not approved:
	Heavry signaling burden when retrieve multiple user’ capabilites.

	
	

	Clauses affected:
	7.5.2.2.3, 7.5.2.2.4, 7.5.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*************************** First changes *************************
7.5.2.2.3
Get MCVideo capabilities info request
Table 7.5.2.2.3-1 describes the information flow get MCVideo capabilities info request from the MCVideo client to the MCVideo server.

Table 7.5.2.2.3-1: Get MCVideo capabilities info request
	Information element
	Status
	Description

	MCVideo ID
	M
	Identity of the requesting MCVideo user

	MCVideo ID list
	O
	List of Identity of the target MCVideo users

	MCVideo group ID list
	O
	List of Identity of the target groups

	NOTE 1: 
At least one of these rows shall be present.


7.5.2.2.4
Get MCVideo capabilities info response
Table 7.5.2.2.4-1 describes the information flow get MCVideo capabilities info response from the MCVideo server to the MCVideo client.

Table 7.5.2.2.4-1: Get MCVideo capabilities info response
	Information element
	Status
	Description

	Result
	M
	Indicates success or failure

	MCVideo capabilities list
	M
	List of capabilities available at the requested MCVideo user's UE


*************************** End of first changes *************************
*************************** Next changes *************************
7.5.2.4
Retrieve MCVideo capabilities information at the MCVideo server
The procedure for retrieve MCVideo capabilities information at the MCVideo server is described in figure 7.5.2.4-1. 

Pre-conditions:

-
The MCVideo server has received MCVideo capabilities information from MCVideo clients and has stored this information;

-
The MCVideo user is authorized to access the MCVideo capabilities information from the MCVideo server.
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Figure 7.5.2.4-1: Retrieve MCVideo capabilities information at the MCVideo client

1.
The MCVideo client requests the MCVideo capabilities information by specifying some criteria (e.g. parameters, MCVideo ID).

2.
The MCVideo server checks whether the user of the MCVideo client is authorized to retrieve the requested MCVideo capabilities information.

3.
If authorized, the MCVideo server provides the requested MCVideo capabilities information to the MCVideo client.
*************************** End of changes *************************
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