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1. Introduction
This paper provides a solution on floor control procedures when more than one participant can talk simultaneously. The flow shown in this paper shows a procedure to control the maximum number of simultaneous talkers.
2. Reason for Change
Sub-clause 4.2.2 of TR 23.790 provides a gap analyses to enable the multi-talker feature on top of existing MCPTT group calls. Gap #1 is missing configuration and procedures to control the maximum number of simultaneous talkers.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.790 v0.3.0.
* * * First Change * * * *

5.x
Solution #X: Multi-talker feature control – Change the maximum number of simultaneous talkers
5.x.1
Description

5.x.1.1
Store group configurations at the group management server to update the maximum number of simultaneous talkers
The procedure for store group configurations at the group management server is described in sub-clause 10.1.5.1-1 of 3GPP TS 23.280 [4]. The procedure is re-used to update the maximum number of simultaneous talkers as illustrated in figure 5.x.1.1-1:
Pre-conditions:

-
The group management server may have some pre-configuration data which can be used for online group configuration validation;
-
An authorized user decides to change the maximum number of simultaneous talkers of one or several groups.
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Figure 5.x.1.1-1: Store group configurations at group management server
1.
The group configurations are received by the group management client of an authorized user.
2.
The received group configurations are modified to set new values for the maximum number of simultaneous talkers as requested by the authorised user and are sent to the group management server for storage using a store group configuration request.
3.
The group management server may validate the group configurations before storage.

4.
The group management server stores the group configurations.

5.
The group management server provides a store group configuration response indicating success or failure. If any validation or storage fails, the group management server provides a failure indication in the store group configuration response.

5.x.2
Architectural requirements 

The solution does not add any new architectural requirement and relies on existing procedures described in sub-clause 10.1.5.1 of 3GPP TS 23.280 [4]. 

5.x.3
Solution evaluation

The provides a solution on controlling the maximum number of simultaneous talkers as requested by sub-clause 4.2.2.2 gap #1 ([R-6.2.3.7.2-005], [R-6.2.3.7.2-006]).

* * * End of Change * * * *

