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1. Introduction
This paper is a complement paper for the contribution describing the information exchanges between the UE and the network when using user profile management procedures to support functional alias(es) for MCPTT users.
Missing parameters to be stored in the network for the support of functional alias(es) by the user profile management framework were identified for ([R-5.9a-005], [R-5.9a-012], [R-5.9a-013]):
[R-5.9a-005] If an MCX Service System supports functional alias, the MCX Service shall provide a mechanism for an MCX Service Administrator to manage functional aliases, and for each functional alias indicate either if it can be simultaneously active for multiple MCX Users up to a per-alias configurable number, or if it is allowed to be taken over by an authorized MCX User, or none of these two options.
Require enhancement of the MC service user profile configuration stored in the MCPTT user database (TS 23.379 A.3).
[R-5.9a-012] If an MCX Service System supports functional alias, the MCX Service shall provide a mechanism for an MCX Service Administrator to authorize a MCX User to take over a functional alias.
Require enhancement of the MC service user profile configuration stored in the MCPTT user database (TS 23.379 A.3).

[R-5.9a-013] If an MCX Service System supports functional alias, the MCX Service shall provide a mechanism for an MCX Service Administrator to authorize a MCX User to interrogate the MCX Service System of the alias(es) active for a certain MCX User.
Require enhancement of the MC service user profile configuration stored in the MCPTT user database (TS 23.379 A.3).

2. Reason for Change
Sub-clause 4.3.2 of TR 23.790 provides a gap analyses to support functional alias(es) applicable for MCPTT group calls. Gap #3 is on missing data in the MC service user profile when using the user profile to support functional alias(es).
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.790 v0.3.0.
* * * First Change * * * *

5.x
Solution #x: Parameters to support functional alias(es)
5.x.1
Description

Missing parameters to be stored in the user profile data are illustrated in Table 5.x.1-1:
· An authorized MC service user can interrogate the MC service system activated functional alias(es) for another MC service user.

· A MC service administrator can authorize a MC service user to take over a functional alias from another MC service user.
· The list of functional alias(es) available for the MC service user.
Table 5.x.1-1: MCPTT user profile data to support functional alias(es)
	Reference
	Parameter description
	MCPTT UE
	MCPTT Server
	Configuration management server
	MCPTT user database

	[R-5.9a-013]
	Authorised to interrogate the functional alias(es) active for another MCPTT user
	
	Y
	Y
	Y

	[R-5.9a-012]
	Authorised to take over a functional alias from another MCPTT user
	
	Y
	Y
	Y

	
	List of alphanumeric functional alias(es) of the user
	
	
	
	

	[R-5.9a-005]
	> Functional alias ID
	Y
	Y
	Y
	Y


Editor's note:
It is FFS how the activation status of a function alias for a MC service user is stored in the network.
Editor's note:
It is FFS when a MC service user has different roles in parallel and has activated multiple functional alias(es).
Missing parameters to be stored in functional alias(es) service configuration data are illustrated in Table 5.x.1-2:

· The list of available functional alias(es) for the MC service.

· The limit of simultaneous activations per functional alias.

· The permission to be taken over by an authorised MC service user.
Table 5.x.1-2: Functional alias(es) service configuration data
	Reference
	Parameter description
	MCPTT UE
	MCPTT Server
	Configuration management server

	
	List of alphanumeric functional alias(es)
	
	
	

	[R-5.9a-005]
	> Functional alias ID
	Y
	Y
	Y

	[R-5.9a-005]
	> Limit of simultaneous activations
	
	Y
	Y

	[R-5.9a-005]
	> Permission to be taken over by another MCPTT user
	
	Y
	Y


Editor's note:
It is FFS how to limit that functional alias(es) which are permitted to be taken over can be taken over by any authorised MC service user.

5.x.2
Architectural requirements 

The solution extends only existing MCPTT user profile and service configuration data and has no architectural impacts. 
5.x.3
Solution evaluation

The solution provides missing parameters to be stored in the network for the support of functional alias(es) and fulfils gap #3 in sub-clause 4.3.2.2 ([R-5.9a-005], [R-5.9a-012], [R-5.9a-013]).
* * * End of Change * * * *

