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10.18
Functional alias call
10.18.1
General

The functional alias call is the call model with called party being the functional alias, one or multiple MCPTT users who activates the functional alias are requested to join. 
10.18.2
Information flows for functional alias

10.18.2.1
Functional call request (MCPTT client – MCPTT server)
Table 10.18.2.1-1 describes the information flow for functional alias call request from the MCPTT client to the MCPTT server.

Table 10.18.2.1-1 functional alias call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the calling party

	Functional alias ID
	M
	The functional alias of the calling party

	Functional alias ID
	M
	The functional alias being called


10.18.2.2
Functional call request (MCPTT server – MCPTT client)
Table 10.18.2.2-1 describes the information flow for functional alias call request from the MCPTT server to the MCPTT client.

Table 10.18.2.1-1 functional alias call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the calling party

	Functional alias ID
	M
	The functional alias of the calling party

	Functional alias ID
	M
	The functional alias being called

	MCPTT ID
	M
	The identity of the MCPTT user which activates the functional alias being called


10.18.2.3
Functional call response 
Table 10.18.2.2-1 describes the information flow for functional alias call request from the MCPTT server to the MCPTT client and from the MCPTT client to MCPTT server.

Table 10.18.2.3-1 functional alias call response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the calling party

	Functional alias ID
	M
	The functional alias of the calling party

	Functional alias ID
	M
	The functional alias being called

	MCPTT ID
	M
	The identity of the MCPTT user which activates the functional alias being called


10.18.3
Procedure
The procedure in figure 10.18.3-1 is the signalling control plane procedure for the MCPTT client to initiate a functional alias call with the called party being a functional alias. When the functional alias is activated simultaneously by multiple users, all the activated users are requested to join the call. For simplicity, only one of the users activating the functional alias is shown in the figure.
Pre-conditions:

1.
MCPTT client 1, MCPTT client 2 have activated functional alias(es) used in the communication.
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Figure 10.18.3-1: Functional alias call setup

1.
The user at MCPTT client 1 initiates a functional alias call with the called party being a functional alias identified by the functional alias ID, and an active functional alias ID associated with MCPTT client 1. The SDP is included. The maximum number of simultaneous talker may be also included. 
2.
MCPTT client 1 sends a functional alias call request towards the MCPTT server.

3.
The MCPTT server checks active functional alias ID associated with MCPTT client 1 is valid.

4.
If not cached, MCPTT server resolves the functional alias ID to get the associated MCPTT ID(s) of the users who activate the functional alias ID. The functional alias call request may trigger the MCPTT server to subscribe the functional alias status identified by the functional alias ID to the functional alias management server.
5.
If successful, MCPTT server sends the corresponding functional alias call request via the SIP core towards the MCPTT client 2 activating the functional alias ID. The MCPTT user at MCPTT client 2 is notified about the incoming functional alias call, and the functional alias of the initiating MCPTT client 1 is displayed. The MCPTT client 2 accepts the functional alias call request, and returns a functional alias call response. 
6.
MCPTT server returns a functional alias call response to the initiating user.

7.
The media plane and the floor control plane are established. If the functional alias being called is activated by multiple users and the maximum number of simultaneous talkers is not specified in step 1, then all the users are allowed to talk.
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