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1. Introduction
This pCR adds the procedures for an LMR user initiating a private call with MCPTT user (new sub-clauses 10.4.2.2 and 10.4.3.2).
The existing (MCPTT user initiated) MCPTT private call procedure are moved under new subclauses 10.4.2.1 and 10.4.3.1.
In new subclause 10.4.2.1 this pCR clarifies which system is handling the competing floor requests.

Contents for the new subclause 10.4.3.1 are not included in this pCR, they are proposed in another pCR (from Huawei, Hisilicon).


2. Reason for Change
The TS is missing procedures for an LMR user initiating a private call with MCPTT user. 

The TS is missing definition of the system handling competing floor requests.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.283.
* * * First Change * * * *
10.4.2
Private call setup in automatic commencement mode – users in multiple systems

10.4.2.1 MCPTT user initiating an MCPTT private call

In this procedure, an MCPTT user is initiating an MCPTT private call (automatic commencement mode) for communicating with a user in an LMR system, with or without floor control enabled. 

In figure 10.4.2.1-1, an MCPTT client initiates establishment of an MCPTT private call with an LMR user. 
Pre-conditions:
1.
The calling MCPTT user has selected automatic commencement mode for the call;
2.
The MCPTT client is registered to the MCPTT service, as per procedure in subclause 10.2 in 3GPP TS 23.379 [7].
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Figure 10.4.2.1-1: Private call setup in automatic commencement mode, initiated by an MCPTT user – users in multiple systems

1.
The MCPTT user at the MCPTT client initiates an MCPTT private call. The MCPTT client sends an MCPTT private call request towards the MCPTT server. The MCPTT private call request contains: 
-
the MCPTT ID corresponding to the LMR called user and an SDP offer containing one or more media types; 
-
the encryption algorithm;

-
the encryption mode (encrypted or not)

-
an indication of whether the MCPTT client is requesting the floor;

-
requested commencement mode (automatic in this case); and

-
an indication of whether the call is to be full or half duplex (whether to establish floor control).

Editor's note:
The need for the encryption algorithm parameter is FFS.
2.
The MCPTT server checks whether the MCPTT user at the MCPTT client is authorized to initiate the private call. If the IWF private call request is requesting automatic commencement mode then the MCPTT server also checks whether the MCPTT user at the MCPTT client is authorized to initiate a call in automatic commencement mode.

3.
If authorized, the MCPTT server sends the IWF private call request towards the IWF, including the original parameters with possible modification to the listed media types.
4.
The IWF sends an IWF private call response to the MCPTT server, indicating alternative values for any parameters that the IWF cannot support.

5. 
The MCPTT server forwards the MCPTT private call response to the MCPTT client. If the result parameter indicates success, then the MCPTT client proceeds to step 6. Otherwise, if the parameters returned in the MCPTT private call response are acceptable to the MCPTT client, then the MCPTT client can send a new MCPTT private call request with the new parameters and behaves according to those parameters. The calling MCPTT user may be notified of the change in parameters, for example, that the call is to be without floor control. The MCPTT user can choose to end the call rather than continue with the new parameters. If the parameters returned are not acceptable to the MCPTT client, then the call fails.
6.
The MCPTT client has successfully established media plane for communication to the IWF and either end can transmit media.The MCPTT system initiating the call is responsible of granting the foor, solving competing floor requets and issuing floor revoked indications. 
* * * Second Change * * * *

10.4.2.2 LMR user initiating a private call with MCPTT user
In this procedure, an LMR user is initiating a private call (in automatic commencement mode) for communicating with a user in MCPTT system, with or without floor control enabled. 

In figure 10.4.2.2-1, an LMR user initiates establishment of a private call with an MCPTT user. 
Pre-conditions:
1.
The calling LMR user has selected automatic commencement mode for the call;
2.
The MCPTT client is registered to the MCPTT service, as per procedure in subclause 10.2 in 3GPP TS 23.379 [7].
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Figure 10.4.2.2-1: Private call setup in automatic commencement mode, initiated by an LMR user – users in multiple systems

1.
The LMR user at the LMR system initiates an MCPTT private call towards an MCPTT user. The IWF sends an IWF private call request towards the MCPTT server. The IWF private call request contains: 
-
the MCPTT ID corresponding to the LMR calling user and an SDP offer containing one or more media types; 
-
the encryption algorithm;

-
the encryption mode (encrypted or not)

-
an indication of whether the LMR user is requesting the floor;

-
requested commencement mode (automatic in this case); and

-
an indication of whether the call is to be full or half duplex (whether to establish floor control).

2.
The MCPTT server checks whether the MCPTT user at the MCPTT client is authorized and able to receive the private call. If the IWF private call request is requesting automatic commencement mode then the MCPTT server also checks whether the MCPTT user at the MCPTT client is authorized to receive a call in automatic commencement mode.

3.
If authorized, the MCPTT server sends the MCPTT private call request towards the MCPTT client, including the original parameters with possible modification to the listed media types.
4.
The MCPTT client sends an MCPTT private call response to the MCPTT server. 

5. 
The MCPTT server sends the IWF private call response to the IWF, indicating alternative values for any parameters that the MCPTT server or MCPTT client cannot support.  If the parameters returned are not acceptable to the IWF, then the call fails. If the parameters returned in the IWF private call response are different but acceptable to the IWF, then the IWF can send a new IWF private call request with the new parameters starting with step 1, which is to essentially restart the call.  If  there is no change of parameter, then the call proceeds to step 6. 

NOTE 1: The calling LMR user may be notified of the change in parameters, for example, that the call is to be without floor control. 
6.
The MCPTT client has successfully established media plane for communication to the IWF and either end can transmit media. The LMR system initiating the call is responsible of granting the foor, solving competing floor requets and issuing floor revoked indications.

* * * Third Change * * * *

10.4.3
Private call setup in manual commencement mode – users in multiple systems

10.4.3.1 MCPTT user initiating an MCPTT private call

Editor's note:
This clause from S6-171327 (Huawei, Hisilicon)
* * * Fourth Change * * * *

10.4.3.2 LMR user initiating a private call with MCPTT user
In this procedure, an LMR user is initiating a private call (in manual commencement mode) for communicating with an MCPTT user via an IWF, with or without floor control enabled. 

In figure 10.4.3.2-1, an LMR user initiates establishment of a private call with an MCPTT user. 
Pre-conditions:

1.
The calling LMR user has selected manual commencement mode for the call. 
2.
The MCPTT client is registered to the MCPTT service, as per procedure in subclause 10.2 in 3GPP TS 23.379 [7].
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Figure 10.4.3.2-1: Private call setup in manual commencement mode, initiated by an LMR user – users in multiple systems

1.
The LMR user at the LMR system initiates a private call towards an MCPTT user. The IWF sends an IWF private call request towards the MCPTT server. The IWF private call request contains:

-
the MCPTT ID corresponding to the calling LMR user and an SDP offer containing one or more media types; 
-
the encryption algorithm;

-
the encryption mode (encrypted or not)

-
an indication of whether the LMR user is requesting the floor;

-
requested commencement mode (manual in this case); and

-
an indication of whether the call is to be full or half duplex (whether to establish floor control).

2.
The MCPTT server checks whether the MCPTT user at the MCPTT client is authorized and able to receive the private call. If the IWF private call request is requesting manual commencement mode then the MCPTT server also checks whether the MCPTT user at the MCPTT client is authorized to receive a call in manual commencement mode.
3.
If authorized, the MCPTT server sends the MCPTT private call request towards the MCPTT client, including the original parameters with possible modification to the listed media types.
4.
The MCPTT client sends an MCPTT private call response to the MCPTT server. 

5. 
The MCPTT server sends the IWF private call response to the IWF, indicating alternative values for any parameters that the MCPTT server or MCPTT client cannot support.  If the parameters returned are not acceptable to the IWF, then the call fails. If the parameters returned in the IWF private call response are different but acceptable to the IWF, then the IWF can send a new IWF private call request with the new parameters, starting with step 1, which is to essentially restart the call.  If  there is no change of parameter, then the call proceeds to step 6. 

6.
The MCPTT client sends an MCPTT ringing to the MCPTT server while waiting for the call to be accepted by the MCPTT user.
7.
The MCPTT server sends an IWF ringing to IWF the while waiting for the call to be accepted.

8.
Once the call has been accepted by the called user, the MCPTT client sends an MCPTT private call response to the MCPTT server.

9.
The MCPTT sends the IWF private call response to the IWF.
10.
The MCPTT client has successfully established media plane for communication to the IWF. The LMR system initiating the call is responsible of granting the foor, solving competing floor requets and issuing floor revoked indications.
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