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1. Introduction
This contribution provides updated key issue and requirement of announcement handling for MC MBMS API.
2. Reason for Change
The deficiency of multicast MBMS bearer announcement needs to be considered along with the MC MMBS API design.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 v0.1.0.
* * * First Change * * * *

4.1
Functional requirements
Editor’s note: functional requirements in this section are derived from key issues or based on existing specifications regarding the use of MBMS for mission critical services.

[MBMSAPI-FR-1] The MC MBMS API shall support registration and de-registration of MC service applications, for the use of MBMS services on the UE.
[MBMSAPI-FR-x] The MC MBMS API shall provide mechanisms to notify the MC applications about the MBMS bearer announcement and de-announcement that are transmitted over MBMS.
* * * Next Change * * * *

5.1
Announcement handling 
The announcement of MBMS bearers for mission critical services may be done on a unicast bearer and/or on an MBMS bearer (3GPP TS 23.280 [3]). It should be studied how the MC MBMS API can be made to support the reception of the announcement and de-announcement over MBMS.

Unlike unicast, when the MBMS bearer announcement is done by MBMS bearer, there is no guarrenttee that all the UEs can receive it. It should be studied how to ensure the reception of multicast announcement.
Eitor’s note: the reception of multicast announcement may be a common issue for MBMS usage for MC services and the influence of possible means (e.g. pre-configurations) to TS 23.280 is FFS.
