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**** First Change ****

10.9.1.3.2.2
Floor override without using floor revoked during an MCPTT session

Figure 10.9.1.3.2.2-1 shows the high level procedure that the floor control is conducted for the MCPTT session already established between the floor participants (with floor granted to floor participant B) and the floor control server (with an override based on priority and configured to permit the transmission of the overridden floor participant B to continue). Only two UEs involved in the session are shown for the simplicity.

Pre-conditions

· The floor control server has been configured to support override.

· The override supported in this case permits both the overridden floor participant and the overriding floor participant to be transmitting. 
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Figure 10.9.1.3.2.2-1: Floor override (overridden continues to transmit) during an MCPTT session

1.
It is assumed that floor participant B has been given the floor and is transmitting voice media.

2.
Floor participant A having a floor priority which is relatively higher than that of floor participant B wants to send voice media over the session. 

3.
Floor participant A sends a floor request message to the floor control server. 

4.
The floor control server determines to accept the floor request from floor participant A based on arbitration result e.g., according to the floor priority information that is received in the floor request message. 

5a.
Floor control server responds with a floor granted message to floor participant A.

5b.
 Floor control server sends a floor taken message to the other floor participants (including floor participant B). Floor participant B continues transmitting the (overridden) voice media transmission.

NOTE 1:
All other floor participants (not shown) that are part of this group call receive a floor taken message, so that the other floor participants learn who the newly granted talker (overriding) is.

6a.
The floor granted causes the user of floor participant A to be notified.

6b.
The user of floor participant B is notified of the status that the floor is now taken by floor participant A.

7.
Floor participant A (overriding) starts sending voice media over the session established beforehand.

NOTE 2:
Floor participant B is still sending voice (overridden). The list of floor participants that receive the overriding, overridden, or both transmissions is based on configuration.
NOTE 3:
If multicast is used for media transmission and the two audio streams are multiplexed at the MCPTT server there is a risk for echo issue of own voice media.
**** Next Change ****
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