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1. Introduction
CAPIF TS skeleton includes clauses for adding introduction and scope. This pCR is proposing to complete introduction and scope clauses.
2. Reason for Change
Proposal to complete the details in empty clause.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.222 V0.0.0.
* * * First Change * * * *

Introduction


In 3GPP, there are multiple northbound API-related discussions e.g., APIs for Service Capability Exposure Function (SCEF) functionalities defined in 3GPP TS 23.682 [2], API for the interface between MBMS service provider and BM-SC defined in 3GPP TR 26.981[3]. To avoid duplication and inconsistency of approach between each individual API activity, 3GPP has considered the development of a common API framework (CAPIF) that includes common aspects applicable to any northbound APIs.

The present documentspecifies the functional model, procedures and information flows needed to support the CAPIF, and the common guidelines for consistent API development in 3GPP. 
* * * Next Change * * * *

1
Scope



The present document specifies the architecture, procedures and information flows aspects necessary for the CAPIF. The aspects of this specification includes identifying architecture requirements for the CAPIF (e.g. registration, discovery, identity management) that are applicable to any service APIs when used by northbound entities, as well as any interactions between the CAPIF and the service APIs themselves. 


* * * Next Change * * * *
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