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	Reason for change:
	The priority of group specific to an MC service is configured in group configurations and is available at MCVideo server and group management server (as specified in TS 23.281). This attribute is considered relatively static and irrelevant to the talker or initiator of the group call.
There are cases the priorities of group calls are different when the iniators’ roles are different. In TS 22.280 multiple attributes are required to be used to determin the priority of an MCX service communication or transmission.
Requirements in TS 22.280:

[R-6.8.1-010] When determining priority for an MCX Service communication, the MCX Service shall use the MCX User/Participant's attributes (e.g., first/second responder, supervisor, dispatcher, on/off duty) and the MCX Service Group's attributes (e.g., type of group, owning organization of the group, MCX Service Emergency, Imminent Peril).

[R-6.8.1-011] When determining priority for an MCX Service transmission, the MCX Service shall use the MCX User/Participant's attributes (e.g., first/second responder, supervisor, dispatcher, on/off duty) and the MCX Service Group's attributes (e.g., type of group, owning agency of the group, MCX Service Emergency, Imminent Peril).
Such priority of the MCX service communication are useful for the receiving UE to apply the local policy (e.g. maximum simultaneous group calls) and perform the follow-up operations (e.g. receiving multiple group communications with higher call priorities as a result of group scan).
It is proposed to include the call priority information in the group call requests that are sent to the receiving clients.

	
	

	Summary of change:
	Add the attribute of call priority in group call request from MCVideo server to MCVideo clients.

	
	

	Consequences if not approved:
	The MC service UE are unable to perform group scan based on priority determined for each MCX service communication.
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* * * First Change * * * *

7.1.2.2.2
Group call request (MCVideo server – MCVideo client)

Table 7.1.2.2.2-1 describes the information flow group call request from the MCVideo server to the MCVideo client.

Table 7.1.2.2.2-1: Group call request (MCVideo server – MCVideo client)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo group ID
	M
	The MCVideo group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCVideo server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call

	Call priority
	O
	Priority information of the MCVideo group call


