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1. Introduction
This contribution is proposed to introduce the key issue on MBMS service announcement over V1 reference point.
2. Reason for Change
In TS 23.285, the V1 reference point is used to deliver the MBMS service announcement as shown below:
(1)
the functional entity descriptions on UE in subclause 4.3.2

“-
Provided with V2X USDs for receiving MBMS based V2X traffic via existing MBMS service announcement mechanisms, or provisioned from V2X Control Function, or provisioned from the V2X Application Server via V1 reference point.”
(2)
 in subclause 4.4.3.3
V2X message reception via MBMS
“To provide the UE with the V2X USD(s), the following ways may be used:

-
Existing MBMS service announcement mechanisms specified in TS 23.246 [8] and TS 26.346 [11].
The service announcement over MBMS is specified from BM-SC to UE in TS 23.246 and TS 26.346.
(3)
in subclause 4.4.7
MBMS bearer announcement for V2X use
“MBMS bearer announcements are needed for V2X message reception via MBMS as defined in clause 4.4.3.3, or V2X Application Server discovery via MBMS as defined in clauses 4.4.4.1 and 5.4.1.”
From the above desciptions, it can be concluded that the MBMS service announcement can be used for:
-
delivering the V2X USDs (described in subclause 4.4.7.2) for receiving MBMS based V2X traffic;

-
delivering the V2X server USD (described in subclause 4.4.7.3) for V2X Application Server discovery via MBMS. 
However, V1 reference point is not defined in TS 23.285 as being outside scope of SA2. This V1 procedure has impact on V2X application layer to integrate efficient mechanisms for service announcement,. Hence, it should be specified in TR 23.795 in SA6.
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v0.0.0.
* * * First Change * * * *

X.y
Key issue y - V2X USD provisioning via V1 reference point
In 23.285, the V2X USD is used for receiving MBMS based V2X traffic. As it is stated in 23.285, there are 3 approaches for the V2X USD provisioning as follows:
“-
Provided with V2X USDs for receiving MBMS based V2X traffic via existing MBMS service announcement mechanisms, or provisioned from V2X Control Function, or provisioned from the V2X Application Server via V1 reference point.”

The first two mechanisms, i.e., provisioning via existing MBMS service announcement mechanisms and provisioning from V2X Control Function have been defined by SA2, while the third mechanism, i.e., provisioning via V1 reference point is not defined as outside the scope of SA2.
Gap:

· How to provision the V2X USD from the V2X application server via V1 reference point.
