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1. Introduction
This contribution is proposed to introduce the key issue on mapping V2X service to V2X application address and MBMS bearer.
2. Reason for Change
In V2X environments, different V2X applications may use use different MBMS bearers, or a signal MBMS bearer can be used for all the V2X applications within the same geographcial area. So it is important for the UE to know the mapping of V2X service and MBMS bearer and the V2X application address.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v0.0.0.
* * * First Change * * * *

X.y
Key issue y - Mapping of V2X service to V2X application address and MBMS bearer
In V2X environments, different V2X applications may use use different MBMS bearers, or a single MBMS bearer is used for all the V2X applications within the same geographcial area. So it is important for the UE to know the mapping of V2X service and MBMS bearer and the V2X application address.
This mapping relation of V2X  service to V2X application address and MBMS bearer may be delivered to UE in the service announcement, or can be requested by UE using the procedure in clause 5.4.1.2 - "Procedures for receiving V2X Application Server information via MBMS" specified in TS 23.285. The mapping relationship can be delivered in step 2 and 4.
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Gaps:

· The signallings exchanged between the V2X UE and the V2X application server to get the mapping relationship of V2X service to V2X application address and MBMS bearer is missing.
_1576756236.vsd
UE
(any PLMN)


Serving PLMN


3. Resolve local V2X Application Server address


4. Establish service connection with V2X Application Server


1. Attach to 
serving PLMN


2. Receive local Service Info via MBMS


DNS Server



V2X Application Server


Serving PLMN



