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* * * First Change * * * *
10.2.2.x
Group information subscribe request
Table 10.2.2.x-1 describes the information flow group information subscribe request from the group management server in the partner MC system of the MC service group to the group management server in the primary MC system of the MC service group.
Table 10.2.2.x-1: Group information subscribe request
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group


10.2.2.y
Group information subscribe response
Table 10.2.2.y-1 describes the information flow group information subscribe response from the group management server in the primary MC system of the MC service group to the group management server in the partner MC system of the MC service group.
Table 10.2.2.y-1: Group information subscribe response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	Result
	M
	Inidicates success or failure of the subscribe request


10.2.2.z
Group information notify request
Table 10.2.2.z-1 describes the information flow group information notify request from the group management server in the primary MC system of the MC service group to the group management server in the partner MC system of the MC service group.
Table 10.2.2.z-1: Group information notify request
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	MC service group configuration information
	M
	Configuration information for the MC service group


10.2.2.w
Group information notify response

Table 10.2.2.w-1 describes the information flow group information notify response from the group management server in the partner MC system of the MC service group to the group management server in the primary MC system of the MC service group.
Table 10.2.2.w-1: Group information notify response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	Result
	M
	Indicates success or failure of the notification request


* * * Next Change * * * *
10.2.7.4
Partner MC system subscribes to group configuration

The procedure for subscription from the group management server in the partner system for group configuration information to the group management server in the primary MC system of the MC service group is shown in figure 10.2.7.4-1.
Pre-conditions:

-
The MC service group is defined in its primary MC system.

-
One or more MC service group members are defined in the partner MC system.

-
The GMS in the partner MC system of the MC service group has received group configuration information from the GMS in the primary MC system of the MC service group.
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Figure 10.2.7.4-1: Subscription from partner MC system to primary MC system for MC service group configuration
1.
The group management server in the partner MC system of the MC service group subscribes to the group configuration information stored in the group management server in the primary MC system of the MC service group.
2.
The group management server in the primary MC system of the MC service group provides a group information subscribe response to the group management server in the partner MC system of the MC service group indicating success or failure of the request.
10.2.7.5
Primary MC system notifies group configuration

The procedure for notification of group configuration information from the group management server in the primary MC system of the MC service group to the group management server in the partner MC system of the MC service group is shown in figure 10.2.7.5-1.
Pre-conditions:

-
The group management server in the partner MC system of the MC service group has subscribed to the group configuration information for the MC service group in the group management server in the primary MC system of the MC service group.
-
The group management server in the primary MC system of the MC service group has received and stored new group configuration information for the MC service group, or the group management server in the primary MC system of the MC service group has generated and stored new key material, or both of these have occurred.
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Figure 10.2.7.5-1: Notification of group configuration information to partner MC system of MC service group
1.
The group management server in the primary MC system of the MC service group provides the notification to the group management server in the partner MC system of the MC service group, Optionally, the notify group configuration request may contain group related key material for the group management client.

2.
The group management server in the partner MC system of the MC service group provides a notify group information notify response to the group management server in the primary MC system of the MC service group indicating the success or failure of the notification.
Following completion of the notification procedure, the group management server in the partner MC system of the MC service group stores the group configuration information and any key material provided.
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