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* * * First Change * * * *

10.2.2.3
Group regroup request (group management client – group management server)
Table 10.2.2.3-1 describes the information flow for the group regroup request from the group management client to the group management server.

Table 10.2.2.3-1: Group regroup request

	Information element
	Status
	Description

	MC service group ID list
	M
	List of MC service group IDs to be combined

	Security level (see NOTE 1)
	O
	Required security level for the temporary group

	Priority level
	O
	Required priority level for the temporary group

	MC service list (see NOTE 2)
	O
	A subset of the common MC service(s) to be applied for the regrouped group

	LMR E2EE support
	O
	Indicates if use of LMR E2EE is "not permitted", "permitted" or "mandatory" for the temporary group

	Preferred voice codecs
	O
	List of preferred voice codecs for the temporary group (if an MCPTT group)

	NOTE 1:
Security level refers to the configuration of media and floor control protection parameters as listed in Annex A.4, table A.4-1
NOTE 2: 
If this information element is not present, all the MC service(s) that are common to the groups being regrouped will be applicable for the regrouped group.


* * * Second change * * * *

10.2.2.8X
Group regroup notify response
Table 10.2.2.8X-1 describes the information flow group regroup notify response from the group management server to the MC service server.

Table 10.2.2.8X-1: Group regroup notify response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the temporary group


* * * End of changes * * * *

