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* * * First change * * * *

10.6.2.2.15
Group call release request (MCPTT server – MCPTT server)

Table 10.6.2.2.15-1 describes the information flow group call release request between the MCPTT servers.

Table 10.6.2.2.15-1 Group call release request information elements

	Information Element
	Status
	Description

	MCPTT ID (NOTE)
	O
	The MCPTT ID of the initiating MCPTT group member

	Functional alias (NOTE)
	O
	The functional alias of the initiating MCPTT group member

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is released

	NOTE:
This IE is not included if the group call release is initiated by the server (e.g. due to timeout)


* * * Second change * * * *

10.6.2.2.17
Group call release response (MCPTT server – MCPTT server)

Table 10.6.2.2.17-1 describes the information flow group call release response between the MCPTT servers.

Table 10.6.2.2.17-1 Group call release response information elements

	Information Element
	Status
	Description

	MCPTT ID (NOTE)
	O
	The MCPTT ID of the target MCPTT group member

	Functional alias (NOTE)
	O
	The functional alias of the target MCPTT group member

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is released

	NOTE:
This IE is not included if the group call release response is sent from a partner MCPTT system on behalf of all constituent group's members of that partner MCPTT system.


* * * Third change * * * *

10.6.2.4.1.2
Group call release

The procedure focuses on the case where the group host MCPTT server releases an ongoing MCPTT group call for all the participants of that group call involving groups from multiple MCPTT systems, since at least one of the release conditions are met e.g., due to hang time expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

NOTE:
The scenario of MCPTT user leaving the group call is not considered in this procedure.

Figure 10.6.2.4.1.2-1 illustrates the procedure for the MCPTT server releasing an ongoing MCPTT group call involving groups from multiple MCPTT systems.
Pre-conditions:

1.
The MCPTT server of the primary MCPTT system is controlling the group call involving groups from multiple MCPTT systems.
2.
The MCPTT client 1 belongs to group of the MCPTT server of the primary MCPTT system and the MCPTT client 2 and client 3 belong to the groups of the MCPTT server of the partner MCPTT system.

3.
The MCPTT users on MCPTT client 1, client 2 and client 3 are already part of the ongoing group call (e.g., as a result of group call setup involving groups from multiple MCPTT systems).
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Figure 10.6.2.4.1.2-1: Group call release involving groups from multiple MCPTT systems

1.
The MCPTT server of primary MCPTT system would like to release the MCPTT group call which is ongoing e.g., due to hang timer expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

2.
The MCPTT server of the primary MCPTT system identifies the participants of the ongoing group call and generates group call release message to release ongoing session.

3. 
The MCPTT server of the primary MCPTT system initiates a group call release request message via SIP core towards each accessible participant of the ongoing group call (3a). The MCPTT server of the primary MCPTT system may not have access to group members' information of the constituent group belonging to a partner MCPTT system. For such group members, the MCPTT server of the primary MCPTT system initiates a group call release request message (3b) to the MCPTT server(s) of the partner MCPTT system(s) with the target group's MCPTT group ID information. The MCPTT server(s) of the partner MCPTT system(s) further initiate group call release request messages (3c-1, 3c-2) to its group's users.

4.
The MCPTT users are notified about the release of the group call.

5.
The MCPTT client(s) receiving the group call release request messages provide group call release response to the MCPTT server of the primary MCPTT system. The MCPTT client(s) of the MCPTT users belonging to partner MCPTT system(s) send their responses to the MCPTT server(s) of the partner MCPTT system(s). The MCPTT server(s) of the partner MCPTT system(s) may forward each response to the primary MCPTT system (if group member's information known to the primary system) or send one response on behalf of all the partner system's MCPTT users (as shown in the figure).
6.
The MCPTT client 1, client 2 and client 3 have successfully released the floor control and media plane resources associated with the group call that is released.

* * * End of changes * * * *

_1506348866.vsd
MCPTT client 1


MCPTT server
(Primary)


MCPTT client 2


3a.Group call release request


MCPTT server
(Partner)


MCPTT client 3


1.Release group call


2.Determine group call participants and generate group call release


3b.Group call release request


3c-1.Group call release request


3c-2.Group call release request


4a.Notify user


4b-1.Notify user


4b-2.Notify user


5a.Group call release response


5b-1.Group call release response


5b-2.Group call release response


5c.Group call release response


6.Releasing floor control and media plane resources associated with the group call



