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1. Introduction
This contribution proposes functional architecture update for location and group communication.
2. Reason for Change
Key issues and solutions are introduced for location and group communication. The functional architecture requires to be updated with the functionalities proposed via the corresponding solutions for location and group communication.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v0.2.0.
* * * First Change * * * *

7.1.1.3.3
V2X application enabler client

The V2X application enabler client provides the client side V2X application layer support functions as below:

-
providing UE capabilities;

-
MBMS monitoring for suspension/resumption;

-
MBMS listening status reporting;

-
discovering local V2X service information;
-
providing location information;
-
supporting PC5 based V2X group communication;
-
supporting PC5 parameters provisioning; and

-
supporting V2X USD provisioning.

* * * Next Change * * * *

7.1.1.3.5
V2X application enabler server

The V2X application enabler server provides the server side V2X application layer support functions as below:

-
communicating with the underlying 3GPP network system (EPS/5GS) for unicast and multicast network resource management and QoS adaptation;

-
receiving monitoring reports/events from the underlying 3GPP network system (EPS/5GS) regarding network situation corresponding to RAN and core network;
-
supporting location management for the V2X UEs to support MBMS based V2X communications;
-
pushing the assignments of ProSe layer 2 group IDs for V2X groups to the V2X UEs;
-
V2X USD provisioning to the connected V2X UE;

-
providing V2X server USDs corresponding to the geographic locations; and

-
provisioning PC5 parameters to the UE.

Editor's note:
Whether VAE server can assume some other functions of xMB is FFS.

* * * End Change * * * *

