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1. Introduction
This contribution takes new stage 1 requirements into account and compares them with current stage 2 specifications to elaborate whether new key issues for TR 23.796 need to be documented.

The normative stage 1 requirement is documented in 3GPP TS 22.280.

	[R.6.17.3.2-001]
	The MCX Service system shall support a mechanism for the MCX Service Administrator to also allow the usage of functional alias and/or MCX User Identity as addressing scheme for use by non-MCX services (e.g. Machine Type Communication).
	


The Mission Critical Organisation configures functional aliases (today) within user profile configuration data and service configuration data. Both sets of configuration data are service specific, e.g. MCPTT user profile configuration data contains a list of functional aliases which can be activated by an MC service user.
Additionally, the standard offers procedures between the client and the network to manage the use of functional aliases, e.g. MC service user activates a functional alias which has been configured in the MC service user's user profile configuration data.

The MC service server controls the use of functional aliases within communications, i.e. verifies whether the MC service user can use a specific functional alias.
The requirement above requires support to use functional aliases beyond mission critical communication services, i.e. neither the MC client nor the MC service server or any common core functionality is involved in that communication.

Basically, it is the configuration framework above the MC system is required to offer interfaces or functionalities to provide what is needed by the above requirement.

It is suggested to clarify this within the requirement table in Annex A of TR 23.796.
2. Reason for Change
Take new stage 1 requirements on MONASTERY2 into account.

3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v030.
* * * First Change * * * *

A.6.3
External systems

Table A.6.3-1 contains the list of requirements applicable for external systems interworking in 3GPP TS 22.280 [2].

Table A.6.3-1: Requirements for interworking with external systems

	Reference
	Description
	Solution

	[R.6.17.3.2-001]
	The MCX Service system shall support a mechanism for the MCX Service Administrator to also allow the usage of functional alias and/or MCX User Identity as addressing scheme for use by non-MCX services (e.g. Machine Type Communication).
	Supported by the Mission Critical Organisation configuration system


