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1. Introduction
This pCR adds subclauses to TR 23.783 that identify 4G specific terminology in the Scope clause of TS 23.280 and provide proposed changes to also cover the 5GS.
2. Reason for Change
Proposal on how to update the scope section of TS 23.280 to also cover 5GS.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.783.
* * * Change * * * *

4.2.Y
Subclause 1 Scope
4.2.Y.1
Current text


This document specifies the common functional architecture, procedures and information flows needed to support mission critical services including the common services core architecture. 

The corresponding service requirements are defined in 3GPP TS 22.179 [2], 3GPP TS 22.280 [3], 3GPP TS 22.281 [4] and 3GPP TS 22.282 [5].

The present document is applicable primarily to mission critical services using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401 [17]. Certain MC service functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.
The common functional architecture to support mission critical services can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.
4.2.Y.1
Proposed change


This document specifies the common functional architecture, procedures and information flows needed to support mission critical services including the common services core architecture. 

The corresponding service requirements are defined in 3GPP TS 22.179 [2], 3GPP TS 22.280 [3], 3GPP TS 22.281 [4] and 3GPP TS 22.282 [5].

The present document is applicable primarily to mission critical services using E-UTRAN and 5G access based on the EPC architecture defined in 3GPP TS 23.401 [17] and the 5G System architecture defined in 3GPP TS 23.501[X]. Certain MC service functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.
The common functional architecture to support mission critical services can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.
Add reference to reference clause:
[X]
3GPP TS 23.501: "System Architecture for the 5G System".
* * * End of Change * * * *
