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1. Introduction
This contribution takes new stage 1 requirements into account and compares them with current stage 2 specifications to elaborate whether new key issues for TR 23.796 need to be documented.

The normative stage 1 requirement is documented in 3GPP TS 22.282.

	[R-5.4.2-009] (NOTE 1, NOTE 2)
	The MCData data streaming capability shall provide setup time of:

-
Less than 1 second for immediate setup of a data communication.

-
Less than 3 second for normal setup of a data communication.
	

	NOTE 1:
Setup time of a communication is essential because of their safety related character.

NOTE 2: 
Communication setup encompasses the value of the elapsed time between the communication establishment request and the indication of successful communication establishment.


KPI's (Key Performance Indicators) can sometimes hardly be addressed by stage 2 specification. We would say the ones above fall in that category. Otherwise, if there are any functional modifications which may help to fulfil KPIs then stage 2 can work on this, but we don't see this here.

It is proposed to mark this requirement as KPI without a solution required on stage 2, i.e. no need for an additional key issue.
2. Reason for Change
Take new stage 1 requirements on MONASTERY2 into account.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v030.
* * * First Change * * * *

A.7.3
Data streaming

The following stage 1 requirements are documented in 3GPP TS 22.282 [5].

Table A.7.3-1: Data streaming capability

	Reference
	Description
	Solution

	[R-5.4.2-009] (NOTE 1, NOTE 2)
	The MCData data streaming capability shall provide setup time of:

-
Less than 1 second for immediate setup of a data communication.

-
Less than 3 second for normal setup of a data communication.
	Not addressed within the present document.

	NOTE 1:
Setup time of a communication is essential because of their safety related character.

NOTE 2:
Communication setup encompasses the value of the elapsed time between the communication establishment request and the indication of successful communication establishment.


