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1. Introduction
TR 23.796 lists the following key issue to support temporary voice group calls when using functional aliases (key issue #8-3):
3GPP TS 23.379 [7] contains MCPTT procedures to enable temporary voice group calls and procedures for regrouping of users for which functional alias can be supported:

· Temporary group calls - user regroup (3GPP TS 23.379 [7] subclause 10.6.2.8)

Gaps:

· Identify whether the use of functional alias is beneficial and shall be applicable.

· Identify which modifications to existing procedures are necessary and develop new procedures if required.
· Elaborate what configuration data is needed to support the use of functional aliases for temporary group calls.

The solution suggested below addresses the key issue and the gaps listed above.
2. Reason for Change
The pCR provides a solution for an identified key issue.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v030.
* * * Change * * *
7.X
Solution #X – Support of functional aliases in temporary voice group calls
7.X.1
Solution description

7.X.1.1
General

This solution addresses key issue #8-3 described in subclause 5.8.3 on support of functional aliases in temporary voice group calls.

Temporary group calls - user regroup procedures are described in 3GPP TS 23.379 [7] subclause 10.6.2.8. A functional alias can already be reused within pre-arranged group calls (3GPP TS 23.379 [7] subclause 10.6.2.3.1.1) and chat group calls (3GPP TS 23.379 [7] subclause 10.6.2.3.1.2).
7.X.1.2
Temporary group call setup using functional aliases
Figure 7.X.1.2-1 below illustrates the group call setup procedure initiated by an authorized user based on the temporary group call setup procedure described in 3GPP TS 23.379 [7] subclause 10.6.2.8:
Pre-conditions:

1.
Same as described in 3GPP TS 23.379 [7] subclause 10.6.2.8.

2.
Optionally, the MCPTT client 1, MCPTT client 2 and MCPTT client 3 may have an activated functional alias to be used during the group communication.
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Figure 7.X.1.2-1: Group call setup for temporary group call using functional aliases
1.
MCPTT client 1 (of an authorized user) initiates the group call by sending the group call request to the MCPTT server. The MC service user may select a functional alias, which is displayed to other MC service users.
NOTE 1:
The selected functional alias is not changed during the temporary group call, i.e. a MCPTT client uses the same functional alias until the temporary group call is released or the MCPTT client has left the temporary group call.
2.
The MCPTT server checks whether the MCPTT client 1 can initiate the group call. The MCPTT server checks whether the provided functional alias, if present, can be used and has been activated for the user.
3.
The MCPTT server implicitly affiliates the clients to the group.

4.
The MCPTT server sends the group call requests towards the MCPTT clients. The message contains the temporary group indicator. 
5.
The receiving MCPTT clients are notified about the incoming group call. The functional alias of the group call initiating MC service user may be displayed.
6.
The receiving MCPTT clients accept the group call requests and send group call responses to the MCPTT server. This response may contain an acknowledgement. The conditions for sending acknowledgement may be based on configuration. The response may also contain a functional alias of the responding MC service user, which is verified (valid and activated for the user) by the MCPTT server.
7.
The MCPTT server sends the group call response to MCPTT client 1 through the signalling path to inform about successful call establishment. The response may contain the functional alias, which may be displayed.
8.
MCPTT client 1, client 2 and client 3 establish media plane and floor control resources.
NOTE 2:
The clients use the same functional alias within floor control procedures as used during group call setup.

The following messages support functional aliases (see 3GPP TS 23.379 [7]), i.e. no changes needed:
-
10.6.2.2.7 Group call request (MCPTT client – MCPTT server)
-
10.6.2.2.8 Group call request (MCPTT server – MCPTT server)
-
10.6.2.2.12 Group call response (MCPTT client – MCPTT server)
-
10.6.2.2.10 Group call response (MCPTT server – MCPTT client)
The configuration data in Annex A (normative) of 3GPP TS 23.379 [7] do not contain any temporary group related configuration, so it is assumed that when using functional aliases the same applies, i.e. no configuration data is required.
7.X.2
Solution evaluation

The solution supports to use of functional aliases within temporary groups calls as similar as already specified for the pre-configured and chat group call models. There are no changes needed to existing messages and in the MCPTT configuration data. Functional aliases are as useful for temporary groups calls as for the other group call models.
Editor's note: The temporary group call procedure addressed has already been deemed problematic by SA3 and thus has not moved forward in stage 3. A conclusion on this procedure needs to wait until the underlying issues are resolved between SA6 and SA3.
* * * End of Change * * *
