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1. Introduction
This contribution proposes evaluation of solution#14.
2. Reason for Change
In TR 23.795, the solution#14 is as follows:

	7.14
Solution #14: Autonomous decision for assigning ProSe Layer-2 Group ID
7.14.1
Solution description

7.14.1.1
General

This solution addresses the key issue 9 to support the V2X group communication over ProSe. In this solution, the UE is configured with rules to be able to generate an appropriate ProSe Layer-2 Group ID for platooning by the V2X Application Server. When the V2X client decides to start platooning, it generates ProSe Layer-2 Group ID based on the configured rules corresponding to V2X UE's destination.
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Figure 7.14.1.1-1: Unassisted dynamic platoon communication

7.14.1.2
Procedure

Figure 7.14.1.2-1 illustrates the procedure for generating a ProSe Layer-2 Group ID based on configured rules, by the V2X UE corresponding to a group criteria.

Pre-condition:

-
VAE client 1, 2, 3, 4 have been provided with the ProSe Layer-2 Group ID generation rules.
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Figure 7.14.1.2-1: Autonomous decision for assigning ProSe Layer-2 Group ID 

1.
VAE clients 1, 2, 3, 4 generate ProSe Layer-2 Group ID independently based on the provisioned ProSe Layer-2 Group ID(s) generation rules for its group criteria. 

Editor's note:
How to ensure the ProSe Layer-2 Group IDs generated independently are not clashing is FFS.

2.
The VAE clients send communication only to the generated ProSe Layer-2 Group ID.


3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v0.4.0.
* * * First Change * * * *

7.14.2
Solution evaluation


This solution provides a mechanism for VAE clients to autonomously generate and assign ProSe Layer-2 Group ID for its group criteria. This solution requires the ProSe Layer-2 Group ID generation rules to be provisioned in each of the V2X UEs.
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