
3GPP TSG-SA WG6 Meeting #25
S6-181200
Sophia Antipolis, France, 23rd – 27th July 2018
(revision of S6-181037)
Source:
The Police of the Netherlands
Title:
Pseudo-CR identifying 4G terminology in TS 23.280 EPS bearer considerations
Spec:
3GPP TR 23.783
Agenda item:
10.4
Document for:
Approval
Contact:
kees.verweijatpolitie.nl
1. Introduction
This pCR adds subclauses to TR 23.783 that identify 4G specific terminology in the EPS bearer considerations clause of TS 23.280 and provide proposed changes to also cover the 5GS.
2. Reason for Change
Proposal on how to update the EPS bearer considerations section of TS 23.280 to also cover 5GS.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.783.
* * * Change * * * *

4.2.X
Proposed change to 5.2.7.2 EPS bearer considerations

5.2.7.2.1
Considerations for the EPS bearer to the MC services PDN

If the PDN connection established during the initial attach by the MC service UE is to an APN other than the MC services APN, then prior to user authentication, the MC service UE shall establish another PDN connection to the MC services APN. PDN connection establishment can also be caused by a SIP registration request for one or more MC services.

The QCI value of 69 (as specified in 3GPP TS 23.203 [8]) shall be used for the EPS bearer that transports SIP-1 reference point messaging.

5.2.7.2.2
Considerations for the EPS bearer to the MC common core services PDN and MC identity management service PDN

The QCI value 8 (as specified in 3GPP TS 23.203 [8]) or better shall be used for the EPS bearer that transports HTTP-1 reference point messaging.
Editor's note:
An equivalent, separate clause will be inserted for 5GS.
* * * End of Change * * * *
