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	Summary of change:
	Editor's notes added to procedures for 'temporary group call – user regroup' and 'temporary group – broadcast group call' to identify that further work is needed in order to meet security requirements.

	
	

	Consequences if not approved:
	Procedures in specification which are unable to meet security requirements..

	
	

	Clauses affected:
	10.6.2.5.3, 10.6.2.8.1

	
	

	
	Y
	N
	
	

	Other specs
	
	N
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	N
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	N
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The changes in the present CR are only applicable to the Rel‑16 version of TS 23.379. Associated CRs TS 23.379 CR 0139 and CR 0140 applicable to Rel-14 and Rel‑15 repectively are not applicable to Rel‑16 specification.


* * * First Change * * * *
10.6.2.5.3
Temporary group – broadcast group call procedure

Editor's note:
Further work is required to develop or replace this procedure in order to provide a solution which can meet security requirements.
Figure 10.6.2.5.3-1 illustrates the procedure for temporary group-broadcast group call procedure. The protocol used may be SIP.

Pre-conditions:

1.
The security aspects of sharing the user information between primary and partner MCPTT systems shall be governed as per the service provider agreement between them. In this case, we consider the partner MCPTT system does not share their users' information to the primary MCPTT system.

2.
The authorized MCPTT user/dispatcher belongs to the primary MCPTT system.

3.
The MCPTT server of the primary MCPTT system is where the authorized MCPTT user/dispatcher created the temporary group.

4.
Other groups in the temporary group – broadcast group may belong to partner MCPTT systems.
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Figure 10.6.2.5.3-1: Temporary group – broadcast group call

1.
The MCPTT client of authorized user initiates a group call with multiple groups from primary and partner MCPTT systems. A group call request message with the MCPTT group IDs (group1's MCPTT group ID, group2's MCPTT group ID) is routed to the MCPTT server of the primary MCPTT system, which is where the authorized MCPTT user/dispatcher created the temporary group.

2.
The MCPTT server of the primary MCPTT system forms the temporary group with the groups' information received. It resolves the MCPTT group IDs and identifies the appropriate MCPTT server responsible for the groups. It further triggers a temporary group – broadcast group call via a group call request message to the affiliated group members of group1's MCPTT group ID of the MCPTT server of the primary MCPTT system.

NOTE 1:
The temporary group information is not notified to the group members of the constituent groups.

3.
A group call request message is further initiated with the MCPTT server of the partner MCPTT system for group2's MCPTT group ID.

4.
Upon receiving the group call request message from the MCPTT server of the primary MCPTT system, the MCPTT server of the partner MCPTT system initiates a call invitation to their affiliated group members. The group members upon receipt of the invitation may accept or reject the call. Alternatively, the MCPTT server of the partner MCPTT system notifies the group members via a notification message containing the group call session identity information. Upon receipt of the notification message, the group members may perform a late call entry.

5.
The MCPTT server of the partner MCPTT system provides a group call response message to the MCPTT server of the primary MCPTT system with success or failure result and/or detailed reason information in case of failure.

6.
The MCPTT server of the primary MCPTT system provides a group call response message to the MCPTT client of the authorized MCPTT user upon receiving response to the corresponding group call request with the MCPTT server of the partner MCPTT system. The group call response will consist of the success or failure result and/or detailed reason information in case of failure.

NOTE 2:
The group call response message is triggered depending on the conditions to proceed with the call.

7.
Upon successful group call setup, a group call is established amongst the multiple group members from primary and partner MCPTT systems. The call originating MCPTT user starts transmitting media to other group call participants.

NOTE 3:
Only the call originating MCPTT user is allowed to transmit media on broadcast group call.

NOTE 4:
A broadcast group call transmitted on a temporary group-broadcast group has priority over group calls on its subordinate groups.

8.
At the completion of the media transmission, the broadcast group call is released, and the temporary group – broadcast group is torn down.
* * * Next Change * * * *

10.6.2.8
Temporary group call – user regroup
10.6.2.8.1
General
Editor's note:
Further work is required to develop or replace this procedure in order to provide a solution which can meet security requirements.
The temporary group call performed by user regroup can be initiated by an authorized user inviting a list of MCPTT users. The group ID for this temporary group may be obtained during call setup, or prior to call setup. The users being invited are implicitly affiliated to this temporary group during call setup, and can be implicitly de-affiliated with the release of the group call. The group call is terminated by either the MCPTT server releasing the call or the authorized user ending the call. The release of the call may be followed by release of the temporary group ID.
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