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1. Introduction
This contribution proposes overall evaluation 
2. Reason for Change
The overall evaluation of the solutions in the TR should be completed. To be updated with the key issues and solutions agreed in SA6#25.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v1.0.0.
* * * First Change * * * *

8
Overall evaluation

8.1
General

The following subclauses contain an overall evalation of the solutions presented in this technical report, and their applicability to the identified key issues. 

-
Subclause 8.2 provides an evaluation of the high level architecture specified in subclause 7.1; and

-
Subclause 8.3 lists the solutions for the key issues including impact on other working groups that will need consideration.

8.2
Architecture evaluation

The high level architecture solution in subclause 7.1.1 describes the baseline functional model for V2X application layer. A summary of the architecture and key issues specified in this technical report are listed in table 8.2-1.

Table 8.2-1: Architecture evaluation

	Architecture solution
	Applicable key issues 

(subclause reference)
	Evaluation

(subclause reference)
	Dependency on other working groups

	Solution # 1: V2X application layer functional model
	Supports all key issues specified in clause 5
	7.1.2
	SA2

	
	
	
	

	
	
	
	


8.3
Key issue and solution evaluation

All the key issues and solutions specified in this technical report are listed in table 8.3-1. It includes the mapping of the key issues (clause 5) to the solutions and corresponding solution evaluations. Also it lists the impact on other working groups that will need consideration during the Release 16 normative phase.

Table 8.3-1: Key issue and solution evaluation
	
	

	

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Key issues
	Solution
	Evaluation

(subclause reference)
	Dependency on other working groups

	Key issue 1 - Communication of V2X application QoS requirements with 3GPP systems

Key issue 1a – Communication of V2X application network QoS requirements with 3GPP systems

Key issue 1b – Communication of V2X application PC5 QoS requirements with 3GPP systems
	Solution #9: Abstraction of network QoS aspects for V2X communications (corresponds to Key issue 1a)
	7.9.2
	SA2

	
	Solution #10: Communication of V2X application PC5 QoS requirements with 3GPP systems 

(corresponds to key issue 1b)
	7.10.2
	SA2

	Key issue 2 - Monitoring network situation of 3GPP systems by V2X application
	Solution #7: Network situation and QoS monitoring
	7.7.2
	SA2

	Key issue 3 - V2X USD provisioning via V1 reference point
	Solution #4: V2X USD provisioning via V1 reference point
	7.4.2
	None

	Key issue 4 - Local service information
	Solution #5: V2X UE obtaining the local service information
	7.5.2
	None

	Key issue 5 - Service continuity during MBMS based V2X traffic
	Solution #11: Switching from MBMS delivery to unicast
	7.11.2
	None

	Key issue 6 - Handling MBMS bearer suspension
	Solution #3: Handling MBMS bearer suspension via V1
	7.3.2
	None

	Key Issue 7 - V2X UE capabilities reporting
	None
	No solution is available.
	None

	Key issue 8 - PC5 parameters provisioning over V1
	Solution #6: PC5 parameters provisioning via V1 reference point
	7.6.2
	None

	Key issue 9 – V2X group communication
	Solution #12: Supporting for V2X group communication
	7.12.2
	None

	
	Solution #13: Group communication parameters provisioning via V5
	7.13.2
	None

	
	Solution #14: Autonomous decision for assigning ProSe Layer-2 Group ID
	7.14.2
	None

	Key issue 10 – UE location report over V1
	Solution #2: UE location report over V1
	7.2.2
	None

	Key issue 11 - Support for uplink video streaming
	Solution #15: Support for uplink video streaming using FLUS framework
	7.15.2
	SA4

	Key issue 12 - Handling multiple V2X application priorities at the V2X UE
	None
	No solution is available
	None

	Key issue 13 - Communicating application requirements from the V2X application server
	Solution #X: Communicating application requirements from the V2X application server
	7.X.2
	SA2

	Key issue 14 - Network assistance for enhancing QoE in V2X applications
	Solution #X: Network assistance for enhancing QoE in V2X applications using SAND framework
	7.X.2
	SA4

	
	Solution #X: Support for QoE reporting
	7.X.2
	SA4

	Key issue 15 - V2X USD provisioning using existing MBMS service announcement mechanisms
	Solution #8: V2X USD provisioning using SACH
	7.8.2
	None

	Key issue 16 - Supporting larger files or V2X messages
	Solution #X: Support for larger files using MBMS non-Transparent xMB Session Types
	7.X.2
	None

	
	Solution #X: Support for file transfer
	7.X.2
	None

	Key issue 17 - Determining UE location for a geographical area
	None
	No solution is available.
	None

	Key issue 18 - Resolving UE address for ETSI ITS facility layer messages
	Solution #X: Resolving UE address for ETSI ITS facility layer messages
	7.X.2
	None

	Key issue 19 - Resolving security issues for ETSI ITS distribution
	Solution #X: resolving security issues for ETSI ITS distribution
	7.X.2
	SA3

	Key issue 20 – V2X dynamic groups
	Solution #X: Supporting V2X dynamic group communication over Uu
	7.X.2
	None

	
	Solution #Y: Supporting V2X dynamic group communication over PC5
	7.Y.2
	None

	
	Solution #X: Dynamic group management
	7.X.2
	None

	Key issue 21 – V2X application support for network slicing
	Solution #X: Abstraction and control of network slice instance for V2X communications
	7.X.2
	SA2

	Key issue 22 – Support for operation modes selection for V2V communications
	Solution #X: Switching the mode of operation for V2V communications controlled by network
	7.X.2
	None

	Key issue 23 – Support for service continuity between Uu and UE-to-network relay for V2X communications
	None
	No solution is available.
	None


Apart from the key issue 21, all the key issues are applicable for EPS. The key issue 21 is only applicable for 5GS. As 5GS does not currently support functionalities (e.g. ProSe, MBMS) required for V2X communications, several key issues as listed in table 8.3-1 cannot be applicable for 5GS. Further study is required to complete these solutions to be enabled over 5GS.
The key issues and solutions which are enabled over EPS shall be considered for the normative phase.
* * * End Change * * * *

