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	Other comments:
	


* * * First Change * * * *
Table A.2-1: UE configuration data (on and off network)
	Reference
	Parameter description

	
	Short data service

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous SDS transactions (Nc4)

	[R-5.4.2-004] of 3GPP TS 22.280 [2]
	> Requested presentation priority of SDS messages received (see NOTE)

	
	File distribution

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous file distribution transactions (Nc4)

	
	Transmission control

	[R-5.4.2-002] of 3GPP TS 22.280 [2]


	> Maximum number of simultaneous data transmissions (Nc4)

	[R-5.4.2-003] of 3GPP TS 22.280 [2]
	> Maximum number of data transmissions (Nc5) in a group

	
	Reception control

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous data receptions (Nc4)

	[R-5.4.2-003] of 3GPP TS 22.280 [2]


	> Maximum number of data receptions (Nc5) in a group

	NOTE:
Priority of SDS messages includes enhanced status updates, since enhanced status updates utilise the SDS mechanism.


* * * Second Change * * * *
Table A.4-2: Group configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	[R-6.4.5-001],

[R-6.4.5-003] of 3GPP TS 22.280 [2]
	>> Authorisation of a user to request a list of affiliated members of a group
	Y
	Y
	Y

	[R-5.1.7-002],

[R-6.2.2-001],
[R-6.6.2.2-006],

[R-6.8.7.2-003] of 3GPP TS 22.280 [2]
	>> Priority of the group
	N
	Y
	Y

	
	>> Transmission and reception control
	
	
	

	
	>>> Maximum data size for SDS
	Y
	Y
	Y

	
	>>> Maximum data size for FD
	Y
	Y
	Y

	
	>>> Maximum data size for auto-receive
	N
	Y
	Y

	3GPP TS 23.283 [18]
	>> Indication whether use of LMR E2EE is permitted on the MCData group
	Y
	N
	Y

	3GPP TS 23.283 [18]
	>> LMR specific identity for MCData group (see NOTE)
	Y
	N
	Y

	3GPP TS 23.283 [18]
	>> Group to key binding (see NOTE)
	Y
	N
	Y

	NOTE:
This is an LMR specific parameter with no meaning within MC services.


* * * Third Change * * * *
Table A.5-2: MCData service configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Configuration management server

	
	Transmission and reception control
	
	
	

	
	> Maximum data size for SDS
	Y
	Y
	Y

	
	> Maximum payload data size for SDS over signalling control plane (NOTE)
	Y
	Y
	Y

	
	> Maximum data size for FD
	Y
	Y
	Y

	
	> Maximum data size for auto-receive
	N
	Y
	Y

	NOTE:
The maximum payload data size for SDS over signalling control plane shall be less than or equal to the maximum data size for SDS.


