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1. Introduction
This pCR converts clause 4 subclauses with inserted Editor's notes in TR 23.783 into key issues.
2. Reason for Change
Following proposal on how to document 4G specific terminology.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.783 v0.1.0.
* * * First Change * * * *
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* * * Next Change * * * *

6.x
Key issue x: Service continuity between on-network MC services and UE-to-network relay MC service
6.x.1
Description

Service continuity between on-network MC services and UE-to-network relay MC services is currently not supported by 5GS.

This has impact to: 

-
TS 23.280 subclause 5.1.1, 5.2.3, 8.3.1, 9.2.1.5, 9.2.1.6, 10.5.1, 10.5.2, 10.7.3.7.3, Annex B.1
The search terms to create the above list are: UE-R and UE-to-network relay.
6.x.2
Architectural requirements

Editor's Note: Capture agreements on architectural requirements for solving the key issue. This clause may be omitted if deemed unnecessary.
6.y
Key issue y: 5GC level roaming
6.y.1
Description

5GC level roaming is FFS. 
This has impact to: 
-
TS 23.280 subclause 5.2.2, 5.2.9.2, 9.4 
6.y.2
Architectural requirements

Editor's Note: Capture agreements on architectural requirements for solving the key issue. This clause may be omitted if deemed unnecessary.
6.z
Key issue z: Use of multicast
6.z.1
Description

The use of multicast in 5GS is FFS.
This has impact to: 

-
TS 23.280 subclause 5.2.1, 5.2.6, 5.2.7.1, 7.2, 7.3.1, 7.4.2.3.2, 7.5.3.2, 7.5.3.3, all of 10.7, 10.9.3.1, 10.11.4;
-
TS 23.379 subclause 5.7.4, 7.3.1, 7.4.2.3.2, 7.5.2.2, 7.5.2.7, 7.5.2.9, 7.5.2.10, 10.6.2.5.2.4, 10.9.1.6,  all of 10.10;
-
TS 23.281 subclause 5.5.4, 6.1.1, 6.2.2.3.2, 6.3.4B, 6.3.6, 6.3.7, all of 7.10; and
-
TS 23.282 subclause 5.4, 5.8.4, 6.4.3.1.2, 6.4.4.1.4, 6.5.4.1.3, 6.6.4.1.3, 6.6.4.1.5, 6.7.4.1.3, all of 7.3, 7.5.2.7.2, 7.7.2.2.2.1, 7.7.2.3.2.1
The search terms to create the above list are: GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468 and TS 29.468.
6.z.2
Architectural requirements

Editor's Note: Capture agreements on architectural requirements for solving the key issue. This clause may be omitted if deemed unnecessary.
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