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1. Introduction
TR 23.796 lists a key issue #18 which aims to provide a list of MCPTT group members who did not acknowledge the group call request (related requirement is in 3GPP TS 22.179 [R-6.2.1-010a]).

	[R-6.2.1-010a]
	If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, and the required MCPTT Group Members did not acknowledge the call setup within a configured time, the MCPTT Service shall be able to provide the list of MCPTT Group Members who did not acknowledge the call to the initiating MCPTT User.


The key issue #18 has the following description:
According requirement [R-6.2.1-010a] in 3GPP TS 22.179 [3] the initiating MCPTT user of an MCPTT group call shall receive a list of those MCPTT group members, who were required to acknowledge the group call request but did not acknowledge the call.

Current standard provides means which allows the initiating MCPTT user to receive a list of those users who are not required to acknowledge the call, but a list who did not acknowledge the call is missing.

Gaps:

-
Clarify whether an acknowledgement from the MC service client or the MC service user is relevant.

-
Clarify which group call procedures described in 3GPP TS 22.179 [3] are relevant.

-
Describe which modifications are required on existing procedures and information flows.

-
Elaborate if any additional configuration data is required and if yes, describe it.

The solution suggested below addresses the key issue and the gap listed above.
2. Reason for Change
The pCR provides a solution for an identified key issue.

3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v040.
* * * First Change * * * *

7.X
Solution #X – List of MCPTT group members who did not acknowledge the group call request
7.X.1
Solution description

7.X.1.1
General

This solution addresses key issue #18 described in subclause 5.18 to provide a list of those MCPTT group members to the initiator of the group communication who did not acknowledge the group call request (see stage 1 requirement in 3GPP TS 22.179 [3] [R-6.2.1-010a]).
Two different group call models are described in 3GPP TS 23.379 [7], the pre-arranged and the chat group call model. The stage 1 requirement above is only useful for the pre-arranged group call model, where an initiator invites other group members in adhoc fashion and expects them to join the MCPTT group call. Within the chat group call model, the MCPTT user individually joins a group call without being invited.
7.X.1.2
Pre-arranged group call setup
Figure 7.X.1.2-1 shows that MCPTT client 1 is initiating an MCPTT group call with the affiliated MCPTT members of that group (MCPTT client 2 and MCPTT client 3). MCPTT client 1 accepts the group call request, whereas the MCPTT client 3 does not accept the group call request. The MCPTT client 1 receives an indication that the MCPTT user of MCPTT client 3 did not accept the group call request.
The procedure relies on 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1, the differences are highlighted in the step descriptions.
Pre-conditions:

1.
Same as described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2.
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Figure 7.X.1.2-1: Pre-arranged group call setup – MCPTT client 3 does not acknowledge the request
Steps 1 to 4a are as described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2.
4b.
MCPTT user of MCPTT client 3 is notified about the incoming group call but either the MC service user or the MC service client does not acknowledge the group call request.
Step 5a is as described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2.
5b.
The MCPTT server has indicated that an acknowledgement is required for the call and so the result within the group call response indicates a failure condition (see Group call response (MCPTT client – MCPTT server in 3GPP TS 23.379 [7] subclause 10.6.2.2.12). The failure condition indicates that MCPPT client 3 did not acknowledge the request and will not join the MCPTT group call.
Step 6 is as described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2.
7.
Same as step 7 in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2 with following additions: The group call notify message is enhanced with an additional optional IE listing all MCPTT IDs of those MCPTT group members who did not acknowledge the MCPTT group call request. The MC service server takes the timeout value for acknowledgement of required group members as defined in 3GPP TS 23.379 [7] subclause A.4 into account before sending this reply.
The procedure is continued as described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1.2.
No changes to existing configuration data is requested, but the MCPTT server needs to be configured whether the group call notify message sent to the initiating MCPTT client contains the optional IE (see step 7 above).
7.X.2
Solution evaluation

The solution suggests modifications to the pre-arranged group call setup procedure described in 3GPP TS 23.379 [7] subclause 10.6.2.3.1.1. Mainly an additional IE (optional) is added to the group call notify message sent from the group hosting MCPTT server back to the group call initiating MCPTT client. Configuration data modifications are not needed.
* * * End of Change * * * *
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