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1. Introduction
The V2XAPP TR 23.795 has described a V2X application layer functional model. 
2. Reason for Change
It is proposed to use the functional model from TR 23.795 as input to this TS. 
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v0.0.
* * * First Change * * * *

5
Functional model

5.1
General

This section provides the application layer functional model.

5.2
V2X application layer functional model

Figure 5.2-1 illustrates the simplified architectural model for the V2X application layer. It utilizes the architectural reference model specified in subclause 4.2 in 3GPP TS 23.285 [X1] which have impact on the application layer support aspects.
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Figure 5.2-1: Simplified architectural model for the V2X application layer

The V2X UE1 communicates with V2X application server over V1 reference point. The V2X UE1 and V2X UE2 communicate over V5 reference point. V2X UE1 can also act as a UE-to-network relay, to enable V2X UE2 to access the V2X application server over V1 reference point.

The reference point V1 supports the V2X application related interactions between V2X UE and V2X AS and is specified in 3GPP TS 23.285 [X1]. This reference point is supported for both unicast and multicast delivery modes. The reference point V5 supports the interactions between the V2X UEs and is specified in 3GPP TS 23.285 [X1].

Figure 5.2-2 illustrates the detailed V2X application layer functional model. It enhances the simplified architectural model for the V2X application layer by specifying the functional entities at the V2X application layer.
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Figure 5.2-2: V2X application layer functional model

The V2X application server consists of V2X application enabler (VAE) server and the V2X application specific server. 

The V2X UEs consist of the VAE client and the V2X application specific client. 

The VAE client communicates with the VAE server over V1-AE reference point. The V2X application specific client communicates with V2X application specific server over V1-APP reference point.

NOTE 1:
The V1-APP reference point is out of scope of the present document.

The VAE client of V2X UE2 communicates with VAE client of V2X UE1 over V5-AE reference point. The V2X application specific client of V2X UE2 communicates with VAE client of V2X UE1 over V5-APP reference point.

NOTE 2:
The V5-APP reference point is out of scope of the present document.

V2X UE1 can also act as a UE-to-network relay,

-
to enable VAE client on V2X UE2 to access VAE server over V1-AE reference point; and

-
to enable V2X application specific client on V2X UE2 to access V2X application specific server over V1-APP reference point.

A V1-AE message can be sent over unicast, transparent multicast via xMB, transparent multicast via MB2. The non-transparent multicast via xMB (as specified in 3GPP TS 26.348 [X2]) is triggered by a V1-AE message. Multicast distribution can be supported by both transparent and non-transparent multicast modes.

The VAE server interacts with the 3GPP network systems over V2, MB2, xMB, Rx, and T8 reference points. The EPS is considered as the 3GPP network systems.
NOTE 3:
The functionality of VAE client and VAE server are FFS.
* * * Second Change * * * *
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