	
3GPP TSG-SA WG6 Meeting #26	S6-181359
Vilnius, Lithuania, 15th – 19th October 2018	(revision of S6-18xxxx)

Source:	Motorola Solutions
Title:	pCR Key issues for source MC service server for DL of user in group call
[bookmark: _GoBack]Spec:	3GPP TR 23.784 v020
Agenda item:	10.5
Document for:	Approval
Contact:	david.chater-lea@motorolasolutions.com

1. Introduction
This pCR adds key issues concerning the MC service server that is the source of discreet listening content for a target user taking part in group calls.
2. Reason for Change
The issues concerning which server provides the content for DL of group calls needs to be captured.
3. Proposal
It is proposed to agree the following changes to 3GPP TR 23.784 v020.

* * * First Change * * * *
[bookmark: _Toc520804704]5.x	Key issue x:	Source MC service server for DL of user in group call
An authorized user may perform discreet listening on an MC service user, where that MC service user is taking part in group communications. The primary MC service server of that MC service group may be a different MC service server to the primary MC service server of the target MC service user.
Issues:
-	Which MC service server should provde the content of group call communications in which the target user takes part: the primary MC service server of the target user or the primary MC service server of the MC service group.
-	Whichever MC service server provides the content of the group call communications, the solution should prevent the DL service being apparent to the target MC service user, or to other MC service group members.




