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1. Introduction
TR 23.796 describes solution #3 which aims to address key issue #2. Key issues #2 has been updated to incorporate latest agreements on requirements in SA1.
This paper updates solution #3 according the latest changes of key issue #2 (another pCR submitted to this meeting).
2. Reason for Change
The pCR updates solution #3 to fulfil newly agreed requirements in SA1.

3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v040.
* * * First Change * * * *

7.3
Solution 3 – Client performs automatic group affiliation/de-affiliation

7.3.1
Solution description

7.3.1.1
General

This solution addresses key issue #2 described in subclause 5.2 on dynamic group changes based on pre-configured conditions.

Stage 1 requirements (3GPP TS 22.280 [2] [R-6.6.4.2-002], [R-6.6.4.2-002a] and [R-6.6.4.2-002b]) are requesting automatic user regrouping based on a variety of pre-configured criteria controlled by the mission critical organisation (e.g. functional alias activated, current location). Other requirements (3GPP TS 22.280 [2] [R-6.6.5.2-001], [R-6.6.5.2-002], [R-6.6.5.2-003], [R-6.6.5.2-004], [R-6.6.5.2-005], [R-6.6.5.2-006], [R-6.6.5.2-007]) request dynamic group participation. Basically both sets of requirements shall enable that the list of affiliated users to certain groups shall be updated if  criteria are met or are no longer met. In addition manually triggered de-affiliation may be prevented in some cases of automatic affiliation to a group.
7.3.1.2
Solution principles

It is suggested to re-use existing affiliation/de-affiliation procedures specified in 3GPP TS 23.280 [8] subclause 10.8 to perform automatic re-grouping. Especially the client-initiated affiliation/de-affiliation procedures are needed as described in 3GPP TS 23.280 [8] subclause 10.8.3.1 and 3GPP TS 23.280 [8] subclause 10.8.4.2. As existing client-initiated affiliation/de-affiliation procedures are used, and it is further assumed that the user of the client is already configured as a member of the group, the trigger criteria defined by the mission critical organisation require special focus, i.e. additional configuration management data is required to be specified in order to control the client behaviour.

7.3.1.3
Configuration management data

Table 7.3.1.3-1 contain the MCPTT user profile configuration enhancements.

Table 7.3.1.3-1: MCPTT user profile data (on network)
	Reference
	Parameter description
	MCPTT UE
	MCPTT Server
	Configuration management server
	MCPTT user database

	[R-6.6.4.2-002a] and [R-6.6.4.2-002b] of 3GPP TS 22.280 [2]
	List of groups the client affiliates/de-affiliates when criteria is met
	
	
	
	

	
	> Criteria for affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> Criteria for de-affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> MCPTT Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	[R-6.6.4.2-002] of 3GPP TS 22.280 [2]
	List of groups the client affiliates after receiving an emergency alert
	
	
	
	

	
	> MCPTT Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	NOTE:
The criteria might consist of a single condition (e.g. location, functional alias) or a combination of several conditions (e.g. functional alias used within a specific location).


Table 7.3.1.3-2 contain the MCVideo user profile configuration enhancements.

Table 7.3.1.3-2: MCVideo user profile data (on network)
	Reference
	Parameter description
	MCVideo UE
	MCVideoServer
	Configuration management server
	MCVideo user database

	[R-6.6.4.2-002a] and [R-6.6.4.2-002b] of 3GPP TS 22.280 [2]
	List of groups the client affiliates/de-affiliates when criteria is met
	
	
	
	

	
	> Criteria for affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> Criteria for de-affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> MCVideo Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	[R-6.6.4.2-002] of 3GPP TS 22.280 [2]
	List of groups the client affiliates after receiving an emergency alert
	
	
	
	

	
	> MCVideo Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	NOTE:
The criteria might consist of a single condition (e.g. location, functional alias) or a combination of several conditions (e.g. functional alias used within a specific location).


Table 7.3.1.3-3 contain the MCData user profile configuration enhancements.

Table 7.3.1.3-3: MCData user profile data (on network)
	Reference
	Parameter description
	MCData UE
	MCData Server
	Configuration management server
	MCData user database

	[R-6.6.4.2-002a] and [R-6.6.4.2-002b] of 3GPP TS 22.280 [2]
	List of groups the client affiliates/de-affiliates when criteria is met
	
	
	
	

	
	> Criteria for affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> Criteria for de-affiliation (see NOTE)
	Y
	Y
	Y
	Y

	
	> MCData Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	[R-6.6.4.2-002] of 3GPP TS 22.280 [2]
	List of groups the client affiliates after receiving an emergency alert
	
	
	
	

	
	> MCData Group ID
	Y
	Y
	Y
	Y

	
	> Manual de-affiliation is not allowed if the affiliation criteria are met
	Y
	Y
	Y
	Y

	NOTE:
The criteria might consist of a single condition (e.g. location, functional alias) or a combination of several conditions (e.g. functional alias used within a specific location).


* * * End of Change * * * *

