
3GPP TSG-SA WG6 Meeting #27
S6-181681
West Palm Beach, USA, 26th – 30th November 2018
(revision of S6-18xxxx)
Source:
Huawei, Hisilicon
Title:
Proposal for VAE server description
Spec:
3GPP TS 23.286 v0.1.0
Agenda item:
9.7
Document for:
Approval
Contact:
Niranth (namogh@huawei.com), 
1. Introduction
This contribution provides a proposal for VAE server description
2. Reason for Change
The description for VAE server requires to be updated with the features like registration, tracking geo location, supporting message delivery, communication of V2X service requirements and monitoring network situation and QoS.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v0.1.0.
* * * First Change * * * *

6.3.5
V2X application enabler server

The VAE server acts as a GCS AS as described in 3GPP TS 23.468 [6] or acts as a content provider as described in 3GPP TS 26.346 [9].

The V2X application enabler server provides the server side V2X application layer support functions as below:
-
communicating with the underlying 3GPP network system (EPS) for unicast and multicast network resource management and QoS adaptation;

-
receiving monitoring reports/events from the underlying 3GPP network system (EPS) regarding network situation corresponding to RAN and core network;
-
supporting registration of V2X UEs;

-
tracking the application level geographic location of the V2X UEs;
-
supporting V2X message distribution for the V2X applications;
Editor's note:
The functionalities of the VAE server is based on the procedures and is FFS.
* * * End Change * * * *

