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1. Introduction
This contribution provides a proposal for V2X application layer identities
2. Reason for Change
For V2X application layer identification of users, UEs, groups, location, etc are used. To enable consistent usage of the identities it is required to specify them in TS 23.286 clearly.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v0.1.0.
* * * First Change * * * *

X
Identities
X.1
V2X user identity (V2X user ID)
The V2X user ID is a globally unique identifier within the V2X service that represents the V2X user. The V2X user ID shall be a URI. The V2X user ID is used for authentication and authorization purposes for providing the V2X service towards the V2X user via the V2X UE. The V2X user ID also indicates the V2X service provider with whom the V2X user has a V2X service agreement.
X.2
V2X UE identity (V2X UE ID)
The V2X UE ID is a globally unique identifier within the V2X service that represents the V2X UE. The V2X UE ID is specified in ETSI TS 102 894-2 [13]. The V2X UE ID is used to address the V2X UE in order to send V2X messages.
X.3
V2X group identity (V2X group ID)
The V2X group ID is a globally unique identifier within the V2X service that represents a set of V2X users and the corresponding V2X UE. The set of V2X users may belong to the same or different V2X service provider. It indicates the V2X application server within the MC system where the group is defined.
X.4
Geographical area identity (GEO ID)
Editor's note:
The definition of geographical area identifiers is FFS.

* * * End Change * * * *

