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1. Introduction
This pCR adds "HSS" as E-UTRAN/EPS term to the list in the Introduction clause of TR 23.783, adds the term on the title pages of the annexes and highlights occurences of the term in the annexes (HSS only occurs in annex A).
2. Reason for Change
In SA6#27 it was identified that "HSS" should be identified as E-UTRAN/EPS specific term.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.783 v0.3.0.
* * * First Change * * * *

Introduction

General

In the release 13, 14 and 15 timeframe a functional architecture, procedures and information flows have been developed to provide MC services over LTE, using E-UTRAN access based on the EPC architecture. The present document is a study into the impacts on and the necessary changes in the Stage 2 Mission Critical specifications to ensure that the set of Mission Critical services is supported over the 5GS.

Method

The Mission Critical specifications TS 23.280, TS 23.379, TS 23.281, TS 23.282 and TS 23.283 were reviewed, looking for terms and reference documents that are E-UTRAN/EPS specific. The following list was identified:

-
UE-R, UE-to-network relay;

-
EPC-level roaming;

-
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468;

-
PC5, ProSe, TS 23.303;

-
APN, PAP, CHAP;

-
QCI, TS 23.203; and

-
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
Occurrences of these terms and reference documents are highlighted in copies of the TS documents in the Annexes of the present document. 

It was recognised that TS 23.280 has a lot of areas with E-UTRAN/EPS specific terminology, while TS 23.379, TS 23.281 and TS 23.282 also have considerable amount. TS 23.283 has hardly any E-UTRAN/EPS specific terminology. 
It was also recognised that some clauses could be modified without difficulty to make them also applicable to 5GS while (many) other clauses will require further technical analysis due to differences in architecture and supported functionality between E-UTRAN/EPS and 5GS. 

It was decided to individually document proposals for the easy terminology changes and to condense the clauses affected by differences in architecture and supported functionality into key issues. 

Document structure

The present document is structured as follows:

-
Clause 4 proposes changes to clauses in the Mission Critical Specifications that are identified to be also applicable to 5GS and that only require terminology changes;

-
Clause 5 discusses new 5GS aspects to support Mission Critical architecture;

-
Clause 6 highlights key issues; 

-
Clause 7 describes the solutions that address the key issues;

-
The evaluation of the solutions is described in clause 8; and

-
Clause 9 contains the conclusions of this report. 
* * * Next Change * * * *

Annex A:
Copy of TS 23.280 with highlighted E-UTRAN/EPS specific terminology and references

Editor's note: 

This copy of TS 23.280 has the following terminology highlighted, identified as E-UTRAN/EPS specific:
UE-R, UE-to-network relay, 
EPC-level roaming, 
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468, 
PC5, ProSe, TS 23.303, 
APN, PAP, CHAP, 
QCI, TS 23.203, 
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
Annex B:
Copy of TS 23.379 with highlighted E-UTRAN/EPS specific terminology and references
Editor's note: 

This copy of TS 23.379 has the following terminology highlighted, identified as E-UTRAN/EPS specific:
UE-R, UE-to-network relay, 
EPC-level roaming, 
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468, 
PC5, ProSe, TS 23.303, 
APN, PAP, CHAP, 
QCI, TS 23.203, 
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
Annex C:
Copy of TS 23.281 with highlighted E-UTRAN/EPS specific terminology and references
Editor's note: 
This copy of TS 23.281 has the following terminology highlighted, identified as E-UTRAN/EPS specific:
UE-R, UE-to-network relay, 
EPC-level roaming, 
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468, 
PC5, ProSe, TS 23.303, 
APN, PAP, CHAP, 
QCI, TS 23.203, 
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
Annex D:
Copy of TS 23.282 with highlighted E-UTRAN/EPS specific terminology and references
Editor's note: 
This copy of TS 23.282 has the following terminology highlighted, identified as E-UTRAN/EPS specific:
UE-R, UE-to-network relay, 
EPC-level roaming, 
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468, 
PC5, ProSe, TS 23.303, 
APN, PAP, CHAP, 
QCI, TS 23.203, 
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
Annex E:
Copy of TS 23.283 with highlighted E-UTRAN/EPS specific terminology and references
Editor's note: 
This copy of TS 23.283 has the following terminology highlighted, identified as E-UTRAN/EPS specific:
UE-R, UE-to-network relay, 
EPC-level roaming, 
GCSE_LTE, MBMS, BM-SC, MB2-U, MB2-C, GC1, TMGI, MBSFN, ECGI, SAI, TS 23.246, TS 23.468, TS‑29.468, 
PC5, ProSe, TS 23.303, 
APN, PAP, CHAP, 
QCI, TS 23.203, 
LTE, EPS, EPC, E-UTRAN, eNB, TS 23.401, TS 36.300, GSMA PRD IR.88, TS 36.331, HSS
