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1. Introduction
An MC service user may be receiving MC service on multiple devices.  A discreet listening or logging service will expect to be able to receive or log communications that the user takes part in on any of these devices.  This pCR introduces a key issue for this case.
2. Proposal
It is proposed to agree the following changes to 3GPP TR 23.784 v0.4.0.


* * * First Change * * * *
[bookmark: _Toc448480860][bookmark: _Toc532205261]5.x	Key Issue x: <Key issue title>Discreet listening and logging for user receiving MC service on multiple devices
[bookmark: _Toc448480861][bookmark: _Toc532205262]5.x.1	Description
Editor's Note: Describe the key issue (i.e. problem statement), including technical constraints and interpretations.An MC service user may be service authorized on multiple MC service UEs, and may be receiving the same or different MC services on each of these. It is possible that an MC service user will receive the same communications content on more than one device simultaneously. Both the discreet listening and the logging services target a specific MC service user, and therefore both services will expect to obtain the content of communications and relevant communication related information whichever device the MC service user makes use of.
Issues:
- Whether there is any need to identify the MC service UE that was used for each communication, and how such identification of the relevant MC service UE is possible.
- Whether there is any need to capture or to remove duplicated content of the MC service user receives the same communications content on more than one MC service UE.

[bookmark: _Toc448480862][bookmark: _Toc532205263]5.x.2	Architectural Requirements
Editor's Note: Capture agreements on architectural requirements for solving the key issue. This clause may be omitted if deemed unnecessary.


