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1. Introduction
The following stage 1 requirement is not captured by any solution within the current mission critical communication specifications:
	[R-5.4.2-007a]

	Depending on meaningful elements of a functional alias the MCX Service shall be able to restrict or allow MCX Users to be involved in more than one MCX Service Emergency Group Communication at a time.


This paper suggests a new key issue capturing the above stage 1 requirement.
2. Reason for Change
Addressing stage 1 requirement.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v100.
* * * First Change * * * *

5.8-x
Key issue 8-x – Limit the number of parallel emergency group communications
MCPTT emergency group call procedures are described in 3GPP TS 23.379 [7] subclause 10.6.2.6.1 [7] and those do not allow to control the number of parallel emergency group calls for a user as requested by 3GPP TS 22.280 [2] [R-5.4.2-007a].

Both stage 1 requirements are service generic, i.e. they are also applicable to MCData and MCVideo. Even not stated clearly, it is assumed that any restrictions are applied for each service individually and the focus is on MCPTT. 
Gaps:

-
Identify which modifications to existing procedures are necessary or develop new procedures, if required.
-
Elaborate which configuration data is needed.
* * * End of Change * * * *

