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[bookmark: _Toc525338884][bookmark: _Toc534374325]10.6.2.10.1	General
Temporary user regroup using the group creation procedure can be initiated by an authorized user creating a temporary group with a list of MCPTT users, then initiating a group call. The group ID for this temporary group can be provided at the time of group creation. The group can be used as a user broadcast group where an authorized user can make a group call, but MCPTT users can only listen to the group call and cannot respond.
[bookmark: _Toc525338885][bookmark: _Toc534374326]10.6.2.10.2	Temporary group setup and group call
Figure 10.6.2.10.2-1 below illustrates the temporary group call creation and call setup procedure initiated by an authorized user.
Pre-conditions:
1.	The authorized user is aware of the MCPTT users who will be invited to the temporary group call.


Figure 10.6.2.10.2-1: Temporary user regroup
1.	The authorized user of MCPTT UE 1 makes use of the group management client of MCPTT UE 1 to create the temporary group according to the group creation procedure in 3GPP TS 23.280 [16] subclause 10.2.3. The configuration identifies the group as a temporary group. As part of this procedure, the MCPTT users are notified of their membership to the temporary group, and the MCPTT server is notified about the creation of the group and the list of group members. 
	The authorized user can create the group as a broadcast group by configuring it as a broadcast group.
Editor's note:	if the group name is to be provided by the authorized user during the group creation process, an addition will need to be made in the group creation procedure provided in 3GPP TS 23.280 [16].
2.	The user of MCPTT UE 1 initiates a group call according to the procedures described in either subclause 10.6.2.3.1.1 or 10.6.2.3.1.2 of the present document. The authorized user of MCPTT UE 1 is implicitly affiliated to the temporary group. The receiving MCPTT clients of MCPTT UEs 2 and 3 are implicitly affiliated to the group and are notified of this affiliation during the call setup.
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