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1. Introduction
This paper proposes a new solution to address the key issue on automatic start of an emergency group communication after an emergency group alert.

The key issue refers to the following stage 1 requirement:
	[R-5.6.2.4.1-013]
	The MCX Administrator shall be able to configure whether the initiation of a MCX Service Emergency Alert shall also automatically trigger a MCX Service Emergency Group Communication.


2. Reason for Change
Addressing stage 1 requirements.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v100.
* * * First Change * * * *

7.x
Solution x – Triggering an emergency group communication after an emergency alert automatically
7.x.1
Solution description

7.x.1.1
General

This solution addresses key issue #x described in subclause 5.x on automatic start of an emergency group communication after an emergency group alert and as requested by 3GPP TS 22.280 [2] [R-5.6.2.4.1-013].
The solution reuses the existing procedures for initiating an MCPTT emergency alert as described in 3GPP TS 23.379 [7] subclause 10.6.2.6.3.1 and the existing procedure for an MCPTT emergency group call commencement as described in 3GPP TS 23.379 [7] subclause 10.6.2.6.1.1. The addition is that the MCPTT client is configured to trigger a subsequent MCPTT emergency group call. The subsequent MCPTT emergency group call setup requires no MCPTT user interaction and is automatically initiated by the MCPTT client. The MCPTT client configuration is up to implementation and requires no changes within the configuration data.
7.x.1.2
Procedure 
Figure 7.x.1.2-1 below illustrates an MCPTT emergency group call automatically triggered right after a successful MCPTT emergency group alert.
Pre-conditions:

1.
Same as described in 3GPP TS 23.379 [7] subclause 10.6.2.6.3.1 and subclause 10.6.2.6.1.1.
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Figure 7.x.1.2-1: MCPTT emergency group call using functional aliases

1.
The user at the MCPTT client 1 initiates an MCPTT emergency alert which triggers the MCPTT emergency alert towards a group as described in 3GPP TS 23.379 [7] subclause 10.6.2.6.3.1.
2.
After completing the MCPTT emergency group alert procedure and without any MCPTT user interaction, MCPTT client 1 establishes an MCPTT emergency group call.
It is suggested to add the following note to subclause 10.6.2.6.3.1 of 3GPP TS 23.379 [7]:
NOTE:
It is up to MCPTT client implementation whether the MCPTT client automatically triggers a subsequent MCPTT emergency group call.
7.x.2
Solution evaluation

The solution suggests relying on MCPTT client implementation and requires no changes within the configuration data. The solution is built on existing MCPTT procedures. A note within normative specification shall hint towards the suggested solution.
* * * End of Change * * * *
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