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* * * First Change * * * *
7.13.3.1.9
MCData synchronization request

Table 7.13.3.1.9-1 describes the information flow for the MCData synchronization request sent from the message store client to the MCData message store.

Table 7.13.3.1.9-1: MCData synchronization request
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user 

	Synchronization type
	M
	Indicates the type of synchronization is requested. It can be a full or partial synchronization

	Filter criteria (see NOTE 1)
	O
	The filter criteria indicate what knid of stored objects needs to be synchronized to the device local message store

	Upload is needed
	O
	Indicates the client has data (either new or updates) to upload

	Uploaded objects (see NOTE 2)
	O
	The objects in the client that need to be uploaded to the MCData message store for update

	NOTE 1:

Filter criteria information element shall be presented if the Synchronization type is partial.
NOTE 2:

This information element is mandatory when the Upload is needed information element is set to yes. 


7.13.3.1.10
MCData synchronization response

Table 7.13.3.1.10-1 describes the information flow for the MCData synchronization response sent from the MCData message store to the message store client.

Table 7.13.3.1.10-1: MCData synchronization response
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user 

	Stored objects
	M
	The stored objects that need to be synchronized with the device local message store. Empty information element means no stored objects need to be synchronized

	Client upload result
	O
	Indicates if the client upload is successful or not. This information element is mandatory if the Upload is needed information element is set to yes in the MCData synchronization request


* * * Second Change * * * *
7.13.3.1.21
MCData synchronization notification

Table 7.13.3.1.21-1 describes the information flow for the MCData synchronization notification sent from the MCData message store to the message store client.

Table 7.13.3.1.21-1: MCData synchronization notification
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user that the notification is sent


* * * Third Change * * * *
7.13.3.6 
Synchronization
7.13.3.6.1 
General

The message store client can synchronize its local message store with the MCData message store. Different level of synchronization shall be supported with a filter in the request. 

7.13.3.6.2
Procedure

The procedure in figure 7.13.3.6.2-1 describes the case when a message store client synchronizes its local message store with the MCData message store for a MCData user.

Pre-conditions:

1. A successful authentication and authorization have been performed between the message store client and the MCData message store.
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Figure 7.13.3.6.2-1: Synchronization

1. The message store client would like to synchronize its local message store with the MCData message store. It initiates the MCData synchronization request toward the MCData message store. The synchronization type and optional filter criteria are included in the request to indicate the type of synchronization (such as full synchronization, partial synchronization etc.) is requested. The message store client includes any new or updated objects to be uploaded to the MCData message store. 
2. The MCData message store checks if there are message store client updates requested. The MCData message store always applies the message store client updates first and then prepares for the data to be downloaded to the message store client.
3. The MCData message store returns all the stored objects, based on the synchronization filter criteria, to the message store client in the MCData synchronization response. If message store client upload is requested the MCData message store will include the update result in the MCData synchronization respone.
* * * Fourth Change * * * *
7.13.3.12
Notify client to synchronize
7.13.3.12.1 
General

MCData message store will send a notification to the message store client when there are new objects in the MCData message store that need to be synchronized wth the message store client.
7.13.3.12.2
Procedure

The procedure in figure 7.13.3.12.2-1 describes how the MCData message store informs the message store client that there are new objects in the MCData message store need to be synchronized.

Pre-conditions:

1. A successful authentication and authorization have been performed between the message store client and the MCData message store.
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Figure 7.13.3.12.2-1: Notify client to sync
1. The MCData message store receives new objects for the MCData user and decides to send a notification to inform the MCData user.
2. NOTE: How MCData message store determines if a notification needs to be sent to the message store client is out of scope of the present specification.
3. The MCData message store sends the MCData synchronization notification to the message store client.
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