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1. Introduction
This contribution proposes the key issue for discreet listening to a target group.
2. Reason for Change
The group based discreet listening is required in scenarios where the monitoring party wish to monitor the group activities within an internal organization, or the monitoring party wish to monitor the group activities of an internal organization which is related to a target user.
Relevant stage 1 requirements are addressed in 22.280CR0107 in meeting of SA1#85 as below:

	6.15.1
Discreet listening capabilities

[R-6.15.1-001a] The MCX Service shall provide discreet listening capabilities without noticeable impact on or knowledge of the target MCX User, or the members of the target MCX Service Group, and all other unauthorized MCX Users.

[R-6.15.1-001] The MCX Service shall provide a mechanism for an authorized MCX User to receive MCX Service Private Communication transmissions to and from a specific target MCX User that is within the authority of the authorized MCX User.

[R-6.15.1-002] The MCX Service shall provide a mechanism for an authorized MCX User to receive MCX Service Group Communication transmissions to and from a specific target MCX User that is within the authority of the authorized MCX User.

[R-6.15.1-003] Subject to regulatory constraints and operator security policies, the MCX Service shall allow to be configured not to provide transmissions from MCX Users who are communicating with the discreet listening target MCX User, and who are not themselves targets of discreet listening.

[R-6.15.1-004] The MCX Service shall provide a mechanism for an authorized MCX User to receive MCX Service Group transmissions from a specific MCX Service Group that is within the authority of the authorized MCX User.

NOTE:
Permission to activate discreet listening can include multiple levels of authorization, but this is outside the scope of 3GPP.


3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.784 v0.5.0.
* * * First Change * * * *

5.x
Key issue x: Discreet listening towards an MC service group

The target of discreet listening can be an MC service group specified by the authorized user. The authorized user receives all the group communications of this target group in a real time manner.
The authorized user (listener) can be within the primary MC system of the target group, or can be in a partner MC system of the target group.

The following aspects need to be further studied to support group based discreet listening:

· Procedures and information flows based on the reuse of existing solutions;
· Configurations that are needed for the authorizations for discreet listening. 
