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1. Introduction
Section 5 describes involved business relationships where a V2X user belongs to a V2X service provider based on a V2X service agreement between the V2X user and the V2X service provider. Section 8 describes identities which represent a V2X user or group of V2X users within a V2X service offered by a V2X service provider. Section 8 additionally defines V2X service ID which represents a V2X service.

The existing requirements for V2X application message distribution in Section 4.5 allow VAE clients to register and receive V2X messages from VAE servers. Before registering and receieving V2X messages, a V2X UE shall be made aware of the V2X application servers (e.g. address information associated with served geographical area information as defined in TS 23.285 [5]) and the V2X services (e.g. available V2X services, protocol versions of V2X services). The V2X UE shall be able to discover the available V2X services and the corresponding V2X application servers.
Section 9.1 describes V2X UE registration procedure where a V2X UE includes the PSID or the ITS-AID in the registration request. The V2X UE shall be aware of the available V2X services, e.g. identified by PSID or ITS-AID, at the V2X application server before registration.
2. Reason for Change
The VAE capabilities shall allow V2X UEs to discover the V2X application servers and V2X services. 
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v0.3.0.
* * * First Change * * * *

4
Architectural requirements
4.1
General
4.1.1
Description

This subclause specifies the general requirements for V2X application layer functional architecture.

4.1.2
Requirements

[AR-4.1.2-a] The VAE client and the VAE server shall support one or more V2X applications.

[AR-4.1.2-b] The VAE capabilities should be offered as APIs to the V2X applications.

[AR-4.1.2-c] The VAE capabilities shall enable V2X UEs to obtain the address of available V2X application servers associated with served geographical area information.

[AR-4.1.2-d] The VAE capabilities shall enable V2X UEs to obtain the information of available V2X services (e.g. identified by PSID or ITS-AIDs).
* * * Next Change * * * *

<Proposed change in revision marks>

