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1. Introduction
This contribution provides a proposal for the correction to the V2X UE ID.
2. Reason for Change
In TS 23.286 the V2X UE ID is defined as follows:
	8.2
V2X UE identity (V2X UE ID)
The V2X UE ID is a globally unique identifier within the V2X service that represents the V2X UE. The V2X UE ID is specified in ETSI TS 102 894-2 [15]. The V2X UE ID is used to address the V2X UE in order to send V2X messages.



Currently the term V2X UE ID is not specified in ETSI ITS 102 894-2.

The following is the PDU structure defined in ETSI ITS 102 894-2:
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ItsPduHeader

DataType_ 114

ItsPduHeader ::= SEQUENCE {
protocolVersion INTEGER{ currentVersion(l) } (0..255),
messageID INTEGER{ denm(1),cam(2), poi(3), spat(4), map(5),
ivi(6), ev-rsr(7) } (0..255),
stationID StationID
}

Common message header for application and facilities layer messages. It is included at
the beginning of an ITS message as the message header.

The DF shall include the following information:
« protocolVersion: version of the ITS message and/or communication protocol,
« messagelD: Type of the ITS message. Following message type values are
assigned in the present document:
—  denm(1): Decentralized Environmental Notification Message (DENM) as
specified in ETSI EN 302 637-3 [i.3],
—  cam(2): Cooperative Awareness Message (CAM) as specified in ETSI
EN 302 637-2[i.2],
- poi(3): Point of Interest message as specified in ETSI TS 101 556-1 [i.11],
—  spat(4): Signal Phase And Timing (SPAT) message as specified in
SAE J2735 [.12],
—  map(5): MAP message as specified in SAE J2735 [i.12],
—  ivi(6): In Vehicle Information (IVI) message as defined in
ISO TS 19321 [i.13],
—  ev-rsr(7): Electric vehicle recharging spot reservation message, as
defined in ETSI TS 101 556-3 [i.14],
« stationID: the identifier of the ITS-S that generates the ITS message in
question. It shall be represented as specified in clause A.77 Station/D.

N/A

Communication information
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StationID : INTEGER (0..4294967295)

Identifier for an ITS-S.
The ITS-S ID may be a pseudonym. It may change over space and/or over time.

The DE is used in Action/D DF as defined in clause A.102 and /tsPduHeader DF as
defined in clause A.114.

N/A

Communication information








It should be clarified that the V2X UE ID is the StationID specified in ETSI ITS 102 894-2.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v0.3.0.
* * * First Change * * * *

8.2
V2X UE identity (V2X UE ID)
The V2X UE ID is a globally unique identifier within the V2X service that represents the V2X UE. The V2X UE ID is specified as StationID in ETSI TS 102 894-2 [15]. The V2X UE ID is used to address the V2X UE in order to send V2X messages.
* * * End Change * * * *
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