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* * * First Change * * * *
7.4.3.5
Group standalone short data service with MCData message store
7.4.3.5.1
General

A MCData user's off-network communication needs to be part of his communication history when the MCData user has an account in the MCData message store.
7.4.3.5.2
Procedure

Figure 7.4.3.5.2-1 describes procedures of a MCData user, MCData user 2, that has an account in MCData message store and how his off-network SDS group communication is stored in his account in the MCData message store. All other MCData clients in the figure follow the procedures described in subclause 7.4.3.4.
Pre-conditions:

1.
MCData user 1 to N are in an off-network group communication.

2.
Information for ProSe direct communications corresponding to the MCData group and its mapping to ProSe Layer-2 Group ID are pre-configured to MCData client 1 to N.

3.
MCData client 1 to N are members of the same MCData group.
4.
MCData user 2 has an account in the MCData message store.
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Figure 7.4.3.5.2-1: Group standalone short data service with MCData message store
1.
MCData client 1 to MCData client N are in an off-network group communication according to the procedures in subclause 7.4.3.4, SDS are exchanged among all MCData clients.

2.
If the SDS is for MCData user consumption, the SDS is stored in the local message store on the MCData UE of MCData user 2.
NOTE:
A pre-configured folder for off-network communication objects can be provisioned both on the UE and the user account on the MCData message store to be used for synchronization.
3.
The off-network group communication comes to an end. 

4.
The MCData user 2 connects back to the network.

5.
The MCData user 2 decides to keep the off-network communication in his account on the MCData message store. The message store client 2 uploads the off-network communication objects from the local message store to the MCData message store.
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