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1. Introduction
This contribution proposes a key issue on service provisioning and configuration related aspects for Edge Computing study.
2. Reason for Change
The UE requires service related configurations in order to be able to discover and leverage the Edge Network.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.0.0.
* * * First Change * * * *

4.1
Key Issue X: Service provisioning and configuration

In order to enable a UE to discover the Edge Network, service related configurations should be provisioned in the client. The service related configuration should include information to allow discovery of and authentication with the configuration function. Further, the UE should be able to retrieve the configuration and use it for Edge Network discovery. More study is required on the configuration parameters in detail, such as, when or how often the client should attempt discovery of the Edge Network.

Open issues:

- A mechanism to provision the information to access the configuration management function.

- A mechanism for the configuration management function to provision the information in the UE.

- Configuration parameters in detail, such as, when or how often the client should attempt discovery of the Edge Network.

* * * Second Change * * * *

5.2
Service provisioning and configuration
5.2.1
General
This clause provides a basic description of specific architectural requirements.

5.2.2
Requirements

[AR-5.2.2-a]
An authorized UE shall be able to access a configuration function.
[AR-5.2.2-b]
An authorized UE shall be able to solicit configuration parameters from the configuration function.
[AR-5.2.2-c]
An configuration function shall be able to provision configuration parameters in a UE without solicitation.

